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Priority (Lowest Number 
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Sufficiency 
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SD/FO 
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Deck Area 
(ft2)

Total Particip. 
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($/ft2)

Federal 
Share
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Share

Running Local 
Share

1 Merced City of Merced Develop next year's 
BPMP 1.00 10,000 10,000 8,853 8,853 1,147 1,147

2 Merced City of Merced 39C0028 M Street Bear Creek In Merced 80.3 - ●Bridge AC overlay has large cracks/ spalls and 
should be replaced.
●Approach AC paving is cracked and should be 
replaced.
●Abutment embankment is eroded and concrete 
slope paving has scoured away.
●Railing paint is chipped and corroded.
●Bridge sidewalk is unable to drainage because 
the planter boxes are in the way.  Drainage 
through planter boxes should be provided.                                                                                                                                                                                                                                                             
●Portions of the bridge sidewalks are 
delaminated and spalled, and should be replaced.                                                                                                                                                                                                                                                  
●Planter boxes are cracked and leaking.  
Waterproof membrane should be added to the 
inside of the planter boxes.

6,700.00 455,000 68 402,812 411,665 52,189 53,336

3 Merced City of Merced 39C0041 G Street Bear Creek 1.08 MI NE from 
Route 99

80.5 SD ●Both abutment embankments are eroded with 
undermining at the north abutment.  Rock Slope 
Protection should be placed around both 
abutments. 
●Bridge deck longitudinal joint seal is missing and 
concrete has spalled.  Unsound concrete should 
be removed and a new concrete closure pour 
should be placed. 
●Bridge concrete deck has excessive cracking 
and should be sealed.
●Cracks in the approach sidewalk due to 
excessive settlement.  Sidewalk should be 
replaced where needed.                                                                                                                                                                                                                                                                                                                                                                                                                           

12,400.00 554,000 45 490,456 902,121 63,544 116,879

Notes: Total Participating Cost includes:

CON - Estimated Construction including 10% Mob, 25% Cont, Construction Engineering.
PE - Preliminary Engineering including City Management
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