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USE WITH 2006 STANDARDS.

Add to SSP 56‑800.

Use when the Contractor furnishes formed panel signs.

Include SSP 56‑610 for sign panel installation.

Include 2006 Standard Plans S89 to S92 for formed panel sign fabrication details.

Include also 2006 Standard Plans RS2 and RS3 for roadside formed panel sign installation details and 2006 Standard Plans S20 and S21 for overhead formed panel sign installation details.

FORMED PANEL SIGN

Formed panel signs shall be fabricated from one continuous sheet aluminum alloy 5052‑H32 of 0.063‑inch thickness.  The Contractor shall furnish sheet aluminum as provided in "Sheet Aluminum" of these special provisions.

2
The aluminum frame shall be affixed to the panel with aluminum rivets through the face of the sign panels.  Color of the exposed portion of the rivets shall be the same color as the sign background or legend on which the rivets are placed.

3
The face of finished formed panel sign shall be flat with a tolerance of 1/8 inch per linear foot when measured across the plane of each panel in all directions.

4.  Edit for the type of formed panel signs if not both are required.

The Contractor shall furnish mounting hardware for roadside and overhead formed panel signs.  Hardware for the overhead formed panel signs shall include bolts, nuts, and washers.

Paras 5 and 6.  Use for overhead formed panel sign.  Otherwise delete.

5

The length and depth of the overhead formed panel signs shall be within (1/16 inch of the detailed dimension.

6

The formed edges of the overhead panel signs shall be square.  The mounting holes shall be straight and perpendicular to the front and back surfaces of the formed edges at the spacing shown on the plans.  Holes that are improperly spaced and placed at the wrong angle will be rejected.

