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Standard Special Provision Update
October 21, 2011

2010 SSPs used with 2010 Standard Plans:
	SSPNo
	Effective Date
	Description
	Update



	RSS
	A10-21-11
	Revised Standard Specifications
	The following sections are revised:
1.  Section 13-1.01D(3). Added new requirement for QSP and QSD.
2.  Section 52-6.02D. To make the 2010s parallel the 2006s, the requirements for ultimate butt splice testing are revised.
3.  Section 83-2.02D(1). Described work to be included when constructing concrete barrier transitions.

	SN-001
	A10-21-11
	--
	Updated to the next fiscal year.

	SN-002
	A10-21-11
	--
	Updated to the next fiscal year.

	SN-410
	A10-21-11
	--
	Updated to the next fiscal year.

	SP_TEMPLATE
	A10-21-11
	
	Changed file name from "0-SP" to "SP_TEMPLATE."

	STDPLN
	A10-21-11
	Standard Plans List
	Revised the Standard Plans List to coincide with the Revised Standard Plan for the 2010 Standard Plans Erratum No. 1.

	1-1.01
	A10-21-11
	
	Deleted excavation items and modified electrical items.

	2-1.06B
	A10-21-11
	
	Updated District 6 address and phone number.

	8-1.04G
	A10-21-11
	Potential Budget Impasse Start
	Updated to the next fiscal year.

	8-1.05
	A10-21-11
	
	Updated to the next fiscal year.

	15-6.04
	A10-21-11
	Concrete Invert Paving
	Added instruction to use with SSP 15-6.02.

	15-6.10
	A10-21-11
	Plastic Pipeliners
	Added instruction to use with SSP 15-6.02.

	15-6.11
	A10-21-11
	Cured-in-place Pipeliners
	Clarified curing of CIPP to include steam to match ASTM.

	15-6.12
	A10-21-11
	Deformed and Reformed HDPE Pipeliners
	Added instruction to use with SSP 15-6.02

	15-6.13B
	A10-21-11
	Machine Spiral Wound PVC Pipeliners, Fixed Diameter
	Added instruction to use with SSP 15-6.02.

	15-6.13C
	A10-21-11
	Machine Spiral Wound PVC Pipeliners, Expandable Diameter
	Added instruction to use with SSP 15-6.02.

	15-6.14
	A10-21-11
	Cementitious Pipeliner
	Added instruction to use with SSP 15-6.02.

	39-1.12
	A10-21-11
	Prepaving Must-Grinds
	New SSP for smoothness requirements of the existing pavement before placing HMA overlay.

	39-6.01
	A10-21-11
	--
	Added new paragraphs to address payment for the work specified in SSP 39-1.12E, Prepaving Must-Grinds.



