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KEYNOTES:

(E) MAGNETIC BRAKE
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10

NOTES:

1.

2. ALL WORK ASSOCIATED WITH BLOWERS #6 & #7 SHALL BE DONE UNDER PHASE 2.

ALL WORK ASSOCIATED WITH BLOWERS #5 & #8 SHALL BE DONE UNDER PHASE 1.

(TYPICAL FOR BLOWERS #6, #7 AND #8 DAMPER DOOR ASSEMBLIES)

LUBRICATE EXISTING GEAR REDUCER AND MAKE

IT OPERATIONAL.

7

LUBRICATE EXISTING RIGHT-HAND WORM GEAR 

AND MAKE IT OPERATIONAL (TYPICAL FOR 

LEFT-HAND WORM GEAR).

(E) CHAIN WHEEL TO OPEN

AND CLOSE DOOR TYPE

DAMPERS MANUALLY.

(E) STEEL PLATE

(E) CLUTCH ROD

(E) STEEL PLATE

(E) GEAR REDUCER

(E) MOTOR

(E) STEEL PLATE(E) BASE PLATE

(E) LIMIT AND PILOT LIGHT SWITCH

OPEN OPEN
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5

(E) LIMIT AND PILOT LIGHT SWITCH

(E) HANDLE (TYPICAL OF 2)

LUBRICATE EXISTING WORM GEAR REDUCER AND 

BALL BEARING AND MAKE THEM OPERATIONAL.

REWORK BASE PLATE OF EXISTING 2 HP

ELECTRIC MOTOR TO ACCOMMODATE PHYSICAL 

SIZE OF NEW 2 HP ELECTRIC MOTOR FOR

PROPER OPERATION AND SHAFT ALIGNMENT.

1
DAMPER DOOR ASSEMBLY PLAN DOWNSTREAM OF BLOWER # 5 (SHOWN)
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2

 

REMOVE EXISTING LINKAGE AND REPLACE 

WITH NEW LINKAGE TO MATCH EXISTING.

REMOVE EXISTING 2 HP MOTOR AND REPLACE 

WITH NEW 2 HP MOTOR, 1,200 RPM,

480V/3PH/60HZ (FURNISHED & INSTALLED

BY ELECTRICAL CONTRACTOR).

5

TIGHTEN AND LUBRICATE EXISTING FLANGE 

COUPLING AND MAKE IT OPERATIONAL.

PROVIDE NEW CHAIN TO OPEN AND CLOSE

EXISTING DOOR TYPE DAMPER MANUALLY.  TEST AND

OPERATE EXISTING DOOR TYPE DAMPER WITH CHAIN

MANUALLY PRIOR TO OPERATING ELECTRICALLY.

2
SIDE ELEVATION

TOP OF DAMPER

DAMPER IN OPEN POSITION

 

 

C. CASTILLO H. MOZAFFARI

LUBRICATE AND REWORK EXISTING 2" DIAMETER

SHAFT DRIVING EXISTING DOOR TYPE DAMPERS 

TO PROVIDE FOR FREE SWINGING DOOR ASSEMBLY.

TWO (2) EXISTING DOOR TYPE DAMPERS INSIDE 

FRESH AIR DUCT DOWNSTREAM OF EXISTING

BLOWERS #5, #6, #7 AND #8.   CLEAN, SAND 

AND PAINT TO MAKE IT OPERATIONAL.  SEE 

DRAWING M1-1  FOR LOCATION.

 

C. CASTILLO H. MOZAFFARI

M1-3

 IN EAST PORTAL BUILDING - HVAC

C. CASTILLO H. MOZAFFARI
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(E) LIMIT AND PILOT LIGHT SWITCH (E) MOTOR

M1-3

(E) WORM GEAR REDUCER

1

7

2

M1-3

M1-3

(E) LEFT HAND WORM GEAR

(E) RIGHT HAND WORM GEAR

96

CALDECOTT BORES 1   & 2 DAMPER ASSEMBLY
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