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PRELIMINARY SITE INVESTIGATION REPORT 

1.0 INTRODUCTION 

This Preliminary Site Investigation Report for the State Route 9 (SR-9) Slope Protection Repair project 

was prepared by Geocon Consultants, Inc. under California Department of Transportation (Caltrans) 

Contract No. 04A3578, Task Order No. 3 (TO-03), and EA 04-3S6201. 

1.1 Project Description and Proposed Improvements 

The project location consists of Caltrans right-of-way (ROW) along portions of the northbound 

shoulder of SR-9, extending from 1.5 miles north of Route 35 to 0.4 mile south of Pierce Road, near 

Saratoga in Santa Clara County, California. Locations of proposed construction repairs include Post 

Miles (PM) SCL-9 PM 1.62, 1.65, 5.13, and 5.25. The investigation was conducted prior to installing 

anchored wire mesh slope protection to repair damage and improve roadway safety. The project 

location is depicted on the attached Vicinity Map, Figure 1. 

1.2 General Objectives 

The purpose of the site investigation was to evaluate concentrations of California Assessment Manual 

(CAM) 17 metals, including aerially deposited lead (ADL), total petroleum hydrocarbons (TPH), and 

naturally occurring asbestos (NOA) in soil at the project location. Groundwater was not encountered 

during the field investigation activities; therefore, no groundwater samples were collected.  

 

ADL and TPH may be present at the project location primarily due to historic leaded fuel emissions 

from automobile exhausts. Lead poses risks related to inhalation, ingestion, and dermal contact with 

the material. NOA may be in soil within the project limits. If not managed, disturbance of NOA during 

construction activities may potentially pose an inhalation risk to the health of construction personnel.  

 

The information obtained from this investigation will be used by Caltrans to evaluate soil disposal 

costs and identify health and safety concerns. 

2.0 BACKGROUND 

2.1 Hazardous Waste Determination Criteria 

Regulatory criteria to classify a waste as California hazardous for handling and disposal purposes are 

contained in the CCR, Title 22, Division 4.5, Chapter 11, Article 3, §66261.24. Criteria to classify a waste 

as Resource, Conservation, and Recovery Act (RCRA) hazardous are contained in Chapter 40 of the Code 

of Federal Regulations (40 CFR), Section 261. 

 

For waste containing metals, the waste is classified as California hazardous when: 1) the total metal 

content exceeds the respective Total Threshold Limit Concentration (TTLC); or 2) the soluble metal  
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content exceeds the respective Soluble Threshold Limit Concentration (STLC) based on the standard 

Waste Extraction Test (WET). A waste has the potential of exceeding the STLC when the waste’s total 

metal content is greater than or equal to ten times the respective STLC value since the WET uses a 

1:10 dilution ratio. Hence, when a total metal is detected at a concentration greater than or equal to ten 

times the respective STLC, and assuming that 100 percent of the total metals are soluble, soluble metal 

analysis is required. A material is classified as RCRA hazardous, or Federal hazardous, when the soluble 

metal content exceeds the Federal regulatory level based on the Toxicity Characteristic Leaching 

Procedure (TCLP). 

 

The above regulatory criteria are based on chemical concentrations. Wastes may also be classified as 

hazardous based on other criteria such as ignitability and corrosivity; however, for the purposes of this 

investigation, toxicity (i.e., lead concentrations) is the primary factor considered for waste 

classification since waste generated during the construction activities would not likely warrant testing 

for ignitability or other criteria. Waste that is classified as either California hazardous or RCRA 

hazardous requires management as a hazardous waste. 

2.2 Environmental Screening Levels 

The San Francisco Bay Regional Water Quality Control Board (SFRWQCB) has prepared a technical 

report entitled Screening For Environmental Concerns At Sites With Contaminated Soil and 

Groundwater, Interim Final (May 2008), which presents Environmental Screening Levels (ESLs) for 

soil, groundwater, soil gas, and surface water, to assist in evaluating sites impacted by releases of 

hazardous chemicals. The ESLs are conservative values for more than 100 commonly detected 

contaminants, which may be used to compare with environmental data collected at a site. ESLs are 

strictly risk assessment tools and “not regulatory clean up standards.” The presence of a chemical at 

concentrations in excess of an ESL does not necessarily indicate that adverse impacts to human health 

or the environment are occurring; this simply indicates that a potential for adverse risk may exist and 

that additional evaluation is or “may be” warranted (SFRWQCB, 2008). 

 

The most conservative ESL table was used for this characterization: Table A – Shallow Soil (≤3 meters 

below ground surface; bgs) – Groundwater is a Current or Potential Source of Drinking Water. The 

respective ESLs are listed at the end of Tables 3 and 4 for comparative purposes. 

2.3 Naturally Occurring Asbestos 

As defined in current California Air Resources Board (CARB) rules, serpentine material refers to any 

material that contains at least 10% serpentine, and asbestos-containing serpentine refers to serpentine 

materials with an asbestos content greater than 5% as determined by CARB Test Method 435 (CARB 

435). The use of serpentine material for road surfacing is prohibited in California by Title 17 of the 

California Code of Regulations (CCR) Section 93106, Asbestos Airborne Toxic Control Measure  
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(ATCM) for Surfacing Application (ATCM 93106), unless the material has been tested and determined 

to have an asbestos content of less than 0.25%. Materials found to contain asbestos of 0.25% or more 

are considered to be designated waste if transported offsite, requiring disposal at a landfill facility 

designated to accept asbestos waste. Alternatively, asbestos-containing materials may be reused onsite 

if buried beneath a minimum 6 inches of soil. 

 

The CARB specifies mitigation practices for construction, grading, quarrying, and surface mining 

operations that contain natural occurrences of asbestos outlined in Title 17, Section 93105, Asbestos 

ATCM for Construction, Grading, Quarrying, and Surface Mining Operations (ATCM 93105). Based 

on Part (e) Subpart (2) of ATCM 93105 an asbestos dust mitigation plan is required and must be 

implemented for a project if NOA is disturbed after the start of construction. Additionally, ATCM 

93105 specifies that the air pollution control district (APCD) must be notified and an asbestos dust 

mitigation plan submitted to the APCD. The ATCM states that air monitoring may be required on the 

property. NOA potentially posses a health hazard when it becomes an airborne particulate. 

 

The construction/maintenance activities mentioned above could disturb NOA-laden debris and soil, 

thereby potentially creating an airborne hazard. Mitigation practices can reduce the risk of exposure to 

airborne NOA containing dust. Dust suppression practices include wetting the materials being 

disturbed and wearing approved respirators with high-efficiency particulate air (HEPA) filters during 

construction activities. 

3.0 SCOPE OF SERVICES 

The scope of services requested by Caltrans under TO-03, EA 04-3S6201 included the following: 

3.1 Pre-field Activities 

 Prepared a site-specific Health and Safety Plan to provide guidelines on the use of personal 
protective equipment and the health and safety procedures implemented during the field 
activities.  

 Prepared a Workplan for the investigation activities dated January 5, 2011, which was 
approved by Caltrans. 

 Provided a minimum of 48-hours notice to the local public utilities via Underground Service 
Alert prior to job site mobilization.  

 Retained the services of Advanced Technology Laboratories (ATL), a Caltrans-approved and 
California-certified analytical laboratory, to perform the chemical analyses of soil samples. 

 Retained the services of EMSL, a Caltrans-approved and California-certified analytical 
laboratory, to perform the asbestos analysis of soil samples. 



  

SR-9 Slope Protection Repair Project, Task Order No. 03  Caltrans Contract No. 04A3578, EA 04-3S6201 

Project No. E8560-06-03 - 4 - February 10, 2011 

3.2 Field Activities 

The field investigation was performed on January 25, 2011, by Geocon staff. The following field 

activities were performed during the sampling efforts: 

 Advanced twelve soil borings along the northbound shoulder of SR-9 at the project location 
using hand-auger techniques. The borings were advanced to a maximum depth of 3.0 feet. 

 Collected 33 soil samples for selected analysis of CAM 17 metals, total lead, TPH, NOA, and 
pH. 

 Transported samples to California-certified environmental laboratories for analysis under 
standard chain-of-custody (COC) documentation. 

4.0 INVESTIGATIVE METHODS 

4.1 Sampling Procedures 

Soil samples were collected from twelve boring locations identified by the Caltrans TO Manager. 

Geocon recorded the boring locations using Differential Global Positioning System (DGPS) 

equipment. Boring coordinates are presented on Table 1 and boring locations are shown on the Site 

Plans, Figures 2a and 2b. 

 

The soil samples for analysis of CAM 17 metals and TPH were collected in new stainless steel tubes 

sealed with Teflon tape and plastic end-caps. Soil samples for total lead and NOA analyses were 

collected into new resealable plastic bags. Sample containers were labeled and transported to Caltrans-

approved, certified environmental laboratories using standard COC documentation. Soil borings were 

backfilled to surface with soil cuttings. 

 

Geocon provided QA/QC procedures during the field activities. These procedures included washing the 

sampling equipment with a Liqui-Nox solution followed by a double rinse with deionized water. 

Decontamination water was disposed of to the ground surface within Caltrans right-of-way in a manner 

not to create runoff, away from drain inlets or potential water bodies. 

4.2 Laboratory Analyses 

Laboratory analyses were performed under an expedited 48-hour turnaround-time (TAT). Samples 

submitted for CAM17 metals, total lead, TPH, and pH were analyzed by ATL; samples submitted for 

NOA were analyzed by EMSL. A CD containing the laboratory reports and COC documentation is 

included in Appendix A. 

 

The soil samples were analyzed as follows: 

 12 samples for total lead using Environmental Protection Agency (EPA) Test Method 6010 
ICAP 
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 21 samples for CAM 17 metals according to Title 22 CCR, EPA Test Methods 6010 ICAP and 
7471A 

 1 sample (10-07-2.0) with a total lead concentration of 53 mg/kg (i.e. greater then ten times the 
STLC of 5.0 mg/l) was further analyzed for WET lead 

 12 samples for TPH as gasoline (TPHg) using EPA Method 8015B 

 13 samples for TPH as diesel (TPHd) using EPA Method 8015B 

 12 soil samples for NOA using the CARB Test Method 435 

 12 soil samples for pH using EPA Method 9045 

4.3 Laboratory QA/QC 

QA/QC procedures were performed for each method of analysis with specificity for each analyte listed 

in the test method's QA/QC. The laboratory QA/QC procedures included the following: 

 One method blank for every ten samples, batch of samples or type of matrix, whichever was 
more frequent. 

 One sample analyzed in duplicate for every ten samples, batch of samples or type of matrix, 
whichever was more frequent. 

 One spiked sample for every ten samples, batch of samples or type of matrix; whichever was 
more frequent, with spike made at ten times the detection limit or at the analyte level. 

 

Prior to submitting the samples to the laboratory, the COC documentation was reviewed for accuracy 

and completeness. A CD containing the laboratory reports and COC documentation is included as 

Appendix A. 

5.0 INVESTIGATIVE RESULTS 

5.1 Subsurface Conditions 

Observations during field activities indicated that surface soil at the project location generally consists 

of brown, loamy gravelly sand and silt. Groundwater was not encountered during the advancement of 

the soil borings. 

5.2 Laboratory Analytical Results 

The analytical results are summarized in Tables 2 through 5 and are summarized below: 

 The following metals were not detected above their respective laboratory reporting limits in the 
samples: antimony, beryllium, cadmium, silver, and thallium 

 Lead was reported at concentrations ranging from less than (<) the laboratory reporting limit of 
1.0 milligram per kilogram (mg/kg) to 53 mg/kg, with one sample (10-07-2.0) exceeding ten 
times the lead STLC of 5.0 milligrams per liter (mg/l) 

 WET lead was reported at a concentration of 1.4 mg/l in sample 10-07-2.0 
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 Remaining CAM 17 metals were reported in the samples at concentrations below ten times 
their respective STLCs 

 TPHg was not reported above the laboratory reporting limit of 1.0 mg/kg 

 TPHd was reported at concentrations ranging from <1.0 to 44 mg/kg 

 NOA was not detected above the 0.25% target analytical sensitivity level 

 pH values ranged from 5.5 to 7.2 

5.3 Laboratory Quality Assurance/Quality Control 

We reviewed the QA/QC results provided with the laboratory analytical reports. The data indicate 

non-detect results for the method blanks. The data showed acceptable recoveries and relative percent 

differences (RPDs) for the samples and for the laboratory QA/QC analyses. Based on this limited data 

review, no additional qualifications of the soil data are necessary, and the data are of sufficient quality 

for the purposes of this report. 

6.0 CONCLUSIONS 

6.1 CAM 17 Metals 

Total lead was reported above ten times the STLC of 5.0 mg/kg in only one sample, 10-07-2.0, at a 

concentration of 53 mg/kg. The reported WET lead concentration was 1.4 mg/l and, which is less than 

the STLC of 5.0 mg/l. Other CAM 17 metals were reported at concentrations that are less than ten 

times their respective STLCs. Based on the total CAM 17 metals and WET lead results, soil excavated 

to a depth of 3.0 feet would be classified as non-hazardous.  

 

The CAM 17 metals concentrations in site soil were compared to ESLs (Table A, SFRWQCB, May 

2008). Arsenic and vanadium were reported with concentrations greater than their respective ESL 

values in the soil samples collected at the site. Arsenic was detected in the samples at concentrations 

ranging from less than the laboratory reporting limit of 1.0 to mg/kg to 6.4 mg/kg, exceeding the 

residential land use ESL of 0.39 mg/kg and the commercial/industrial land use ESL of 1.6 mg/kg for 

shallow soil (≤3 meters; SFRWQCB, Table A). Vanadium was reported in the soil samples at 

concentrations between 12 mg/kg and 64 mg/kg, exceeding the residential land use ESL of 16 mg/kg 

for shallow soil. 

 

Upper one-sided 95% Upper Confidence Limits (UCLs) were calculated for the full set of arsenic and 

vanadium concentrations. Non-parametric bootstrap techniques were used to calculate the UCLs. For 

those samples in which arsenic was not detected, a value equal to one-half of the detection limit was 

used in the UCL calculation. The UCLs were compared with the residential and commercial/industrial 

land use ESLs and with published background levels typically present in California soils as presented 

in Background Concentrations of Trace and Major Elements in California Soils (Kearney Foundation  
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of Soil Science, Division of Agriculture and Natural Resources, University of California, March 1996). 

The bootstrap results are included in Appendix B. The calculated standard bootstrap UCLs, ESLs and 

published background concentrations are summarized in the table below: 

 

Metal 
95%  
UCL 

RESIDENTIAL 
ESL 

COMMERCIAL/ 
INDUSTRIAL 

ESL 

PUBLISHED 
BACKGROUN

D MEAN1 

PUBLISHED 
BACKGROUND 

RANGE 1 

Arsenic 1.835 0.39 1.6 3.5 0.6 to 11.0 

Vanadium 34.31 16 200 112 39 to 288 
Concentrations reported in milligrams per kilogram (mg/kg) 
1 Kearney Foundation of Soil Science, March 1996 

 
The 95% UCL value for arsenic in the soil samples collected at the Site is greater than the residential 

and commercial/industrial land use ESLs and within the published background range. The SFRWQCB 

November 2007 Update to Environmental Screening Levels (ESLs) Technical Document states that 

ambient background concentrations of arsenic typically exceed risk-based screening levels. In such 

instances, it may be more appropriate to compare site data to regionally specific established 

background levels. 

 

The 95% UCL value for vanadium in the soil samples collected at the site is greater than the residential 

land use ESL and less than the commercial/industrial land use ESL. The 95% UCL for vanadium is less 

than the published background range. 

 

Based on the reported arsenic and vanadium results, there may be restrictions on reuse options and/or 

disposal options for excavated soil. 

6.2 Total Petroleum Hydrocarbons 

TPHg and TPHd were not reported at concentrations above their respective residential and 

commercial/industrial land use ESLs; therefore, there should be no restrictions on reuse options for 

excavated soil based on TPHg and TPHd content. 

6.3 Naturally Occurring Asbestos 

NOA was not detected above the target analytical sensitivity of 0.25%; therefore, there should be no 

restrictions on handling of excavated soil based on NOA content. 

6.4 Worker Protection 

The contractor(s) should prepare a project-specific health and safety plan to prevent or minimize 

worker exposure to metals in soil. The plan should include protocols for environmental and personnel 

monitoring, requirements for personal protective equipment, and other health and safety protocols and 

procedures for the handling of metals in soil. 
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TABLE 1
Boring Coordinates

SR-9 Slope Protection Repair Project
Santa Clara County, California

Boring Northing Easting

10-01 1,920,469.136 6,094,029.740
10-02 1,920,489.668 6,094,058.529
10-03 1,920,503.398 6,094,107.656
10-04 1,920,615.187 6,094,162.435
10-05 1,920,647.289 6,094,195.393
10-06 1,920,664.951 6,094,240.417
10-07 1,917,885.644 6,105,591.314
10-08 1,917,880.009 6,105,656.096
10-09 1,917,888.844 6,105,682.145
10-10 1,917,725.907 6,106,345.970
10-11 1,917,711.409 6,106,213.169
10-12 1,917,715.938 6,106,159.533

Coordinates are shown in feet, NAD 83 (Zone 3)

E8560-06-03 Tables-App B.xls; 1 - Boring Coords 1 of 1 February 2011



TABLE 2
Summary of Lead and pH Results

SR-9 Slope Protection Repair Project
Santa Clara County, California

Sample ID

Sample
Depth
(feet)

Total
Lead

(mg/kg)

WET
Lead
(mg/l) pH

10-01-.5 0.5 10 --- ---
10-01-1.5 1.5 <5.0 --- 6.7
10-01-3.0 3.0 5.0 --- ---

10-02-.5 0.5 4.2 --- ---
10-02-1.5 1.5 <5.0 --- 6.2

10-03-.5 0.5 10 --- ---
10-03-1.5 1.5 9.0 --- 6.6
10-03-2.0 2.0 7.3 --- ---

10-04-.5 0.5 6.3 --- ---
10-04-1.5 1.5 6.8 --- 6.5
10-04-2.5 2.5 10 --- ---

10-05-.5 0.5 4.8 --- ---
10-05-1.5 1.5 <5.0 --- 6.7

10-06-.5 0.5 2.8 --- ---
10-06-1.5 1.5 <5.0 --- 6.9
10-06-2.5 2.5 <1.0 --- ---

10-07-.5 0.5 30 --- ---
10-07-1.5 1.5 21 --- 6.7
10-07-2.0 2.0 53 1.4 ---

10-08-.5 0.5 20 --- ---
10-08-1.5 1.5 <5.0 --- 5.5
10-08-3.0 3.0 4.4 --- ---

10-09-.5 0.5 40 --- ---
10-09-1.5 1.5 31 --- 6.5

10-10-.5 0.5 3.9 --- ---
10-10-1.5 1.5 <5.0 --- 7.2
10-10-2.0 2.0 5.2 --- ---

10-11-.5 0.5 1.4 --- ---
10-11-1.5 1.5 <5.0 --- 7.1
10-11-2.0 2.0 <1.0 --- ---

10-12-.5 0.5 <1.0 --- ---
10-12-1.5 1.5 <5.0 --- 7.1
10-12-2.0 2.0 <1.0 --- ---

Notes:

mg/kg  = Milligrams per kilogram ---  = Not analyzed
mg/l  = Milligrams per liter
<5.0  = Not detected above the laboratory reporting limit

E8560-06-03 Tables-App B.xls; 2 - Lead and pH 1 of 1 February 2011



TABLE 3
Summary of CAM17 Metals Results

SR-9 Slope Protection Repair Project
Santa Clara County, California

Sample
ID
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Depth 
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10-01-.5 0.5 <2.0 <1.0 25 <1.0 <1.0 10 3.3 4.2 10 0.44 <1.0 12 <1.0 <1.0 <1.0 14 70
10-01-3.0 3.0 <2.0 <1.0 7.3 <1.0 <1.0 10 3.2 <1.0 5.0 1.8 <1.0 3.8 <1.0 <1.0 <1.0 14 15

10-02-.5 0.5 <2.0 <1.0 29 <1.0 <1.0 19 5.0 7.6 4.2 <0.10 1.0 19 <1.0 <1.0 <1.0 26 35

10-03-.5 0.5 <2.0 1.3 45 <1.0 <1.0 14 3.2 7.9 10 1.6 <1.0 8.5 1.1 <1.0 <1.0 19 44
10-03-2.0 2.0 <2.0 1.4 13 <2.0 <1.0 16 5.8 7.7 7.3 1.7 <1.0 16 <1.0 <1.0 <1.0 20 46

10-04-.5 0.5 <4.0 5.7 14 <2.0 <2.0 14 6.1 15 6.3 2.5 4.1 16 <2.0 <2.0 <2.0 18 62
10-04-2.5 2.5 <10 6.4 17 <5.0 <5.0 15 7.0 15 10 2.3 <5.0 20 <5.0 <5.0 <5.0 22 84

10-05-.5 0.5 <2.0 1.1 6.2 <1.0 <1.0 8.6 2.7 <1.0 4.8 0.94 <1.0 5.6 <1.0 <1.0 <1.0 12 15

10-06-.5 0.5 <2.0 <1.0 45 <2.0 <1.0 22 17 19 2.8 0.39 <1.0 60 <1.0 <1.0 <1.0 25 32
10-06-2.5 2.5 <2.0 <1.0 30 <1.0 <1.0 19 17 19 <1.0 0.13 <1.0 69 1.3 <1.0 <1.0 28 25

10-07-.5 0.5 <2.0 <1.0 130 <1.0 <1.0 12 4.7 8.5 30 0.11 <1.0 11 <1.0 <1.0 <1.0 19 49
10-07-2.0 2.0 <2.0 <1.0 130 <1.0 <1.0 11 3.7 8.1 53 <0.10 <1.0 9.7 <1.0 <1.0 <1.0 18 50

10-08-.5 0.5 <2.0 <1.0 130 <1.0 <1.0 14 4.9 6.8 20 0.24 <1.0 11 <1.0 <1.0 <1.0 20 36
10-08-3.0 3.0 <2.0 <1.0 40 <1.0 <1.0 13 2.3 5.0 4.4 0.41 <1.0 8.3 <1.0 <1.0 <1.0 19 16

10-09-.5 0.5 <2.0 <1.0 110 <1.0 <1.0 9.1 3.2 8.7 40 0.22 <1.0 7.9 <1.0 <1.0 <1.0 15 52

10-10-.5 0.5 <2.0 <1.0 33 <1.0 <1.0 22 12 29 3.9 <0.10 <1.0 25 <1.0 <1.0 <1.0 36 45
10-10-2.0 2.0 <2.0 2.7 40 <2.0 <1.0 31 11 36 5.2 1.6 <1.0 32 <1.0 <1.0 <1.0 38 50

E8560-06-03 Tables-App B.xls; 3 - Metals 1 of 2 February 2011



TABLE 3
Summary of CAM17 Metals Results

SR-9 Slope Protection Repair Project
Santa Clara County, California

Sample
ID

Sample
Depth 
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10-11-.5 0.5 <2.0 <1.0 14 <1.0 <1.0 18 15 31 1.4 <0.10 <1.0 16 <1.0 <1.0 <1.0 60 23
10-11-2.0 2.0 <2.0 <1.0 2.9 <1.0 <1.0 22 16 30 <1.0 <0.10 <1.0 19 <1.0 <1.0 <1.0 64 23

10-12-.5 0.5 <2.0 <1.0 3.8 <1.0 <1.0 18 16 42 <1.0 <0.10 <1.0 20 <1.0 <1.0 <1.0 64 27
10-12-2.0 2.0 <2.0 <1.0 2.5 <1.0 <1.0 13 12 29 <1.0 <0.10 <1.0 16 <1.0 <1.0 <1.0 48 19

ESLs
Residential Land Use 6.3 0.39 750 4.0 1.7 750 40 230 200 1.3 40 150 10 20 1.3 16 600
Comm/Ind Land Use 40 1.6 1500 8.0 7.4 750 80 230 750 10 40 150 10 40 16 200 600

Construction Exposure 310 15 2,600 98 39 1,200,000 94 310,000 750 58 3,900 260 3,900 3,900 62 770 230,000

Notes:
Results are shown in milligrams per kilogram (mg/kg).
Values listed for chromium are for Chromium III, as there is no standard for total chromium.
< = Analyte was not detected above the laboratory reporting limit.
ESLs = Environmental Screening Levels, Tables A and K-3, SFRWQCB, Revised May 2008.

E8560-06-03 Tables-App B.xls; 3 - Metals 2 of 2 February 2011



TABLE 4
Summary of Total Petroleum Hydrocarbons Results

SR-9 Slope Protection Repair Project
Santa Clara County, California

Sample Sample TPHg TPHd
ID Depth (ft) (mg/kg) (mg/kg)

10-01-1.5 1.5 <1.0 4.4

10-01-3.0 3.0 --- 3.6

10-02-1.5 1.5 <1.0 <1.0

10-03-1.5 1.5 <1.0 ---
10-03-2.0 2.0 --- 2.8

10-04-2.5 2.5 <1.0 4.5

10-05-1.5 1.5 <1.0 7.7

10-06-2.5 2.5 <1.0 <1.0

10-07-2.0 2.0 <1.0 35

10-08-1.5 1.5 <1.0 19

10-09-1.5 1.5 <1.0 44

10-10-1.5 1.5 --- <1.0
10-10-2.0 2.0 <1.0 ---

10-11-1.5 1.5 --- <1.0
10-11-2.0 2.0 <1.0 ---

10-12-1.5 1.5 --- <1.0
10-12-2.0 2.0 <1.0 ---

ESLs
Residential 83 83

Commercial/Industrial 83 83
Construction Exposure 4,200 4,200

Notes:
mg/kg  = milligrams per kilogram
TPHg  = Total petroleum hydrocarbons as gasoline
TPHd  = Total petroleum hydrocarbons as diesel

 ---  = Not Analyzed
<  = Not detected above the stated laboratory reporting limit

ESLs  = Environmental Screening Levels, Tables A and K-3, 
SFRWQCB, May 2008.

E8560-06-03 Tables-App B.xls; 4 - TPH 1 of 1 February 2011



TABLE 5
Summary of NOA Results

SR-9 Slope Protection Repair Project
Santa Clara County, California

Sample Asbestos Content
Sample ID Depth (feet) (% dry weight)

10-01 1.5 ND

10-02 1.5 ND

10-03 1.5 ND

10-04 1.5 ND

10-05 1.5 ND

10-06 1.5 ND

10-07 1.5 ND

10-08 1.5 ND

10-09 1.5 ND

10-10 1.5 ND

10-11 1.5 ND

10-12 1.5 ND

ND  = None detected at 0.25% target analytical sensitivity.

E8560-06-03 Tables-App B.xls; 5 - NOA 1 of 1 February 2011
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

28-Jan-11Date:Advanced Technology Laboratories

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06
CLIENT: Geocon Consultants, Inc.

Lab Order: 115977
CASE NARRATIVE

Analytical Comments for Method 6010

Dilution was necessary for samples 115977-008A, 115977-009A, 115977-011A, 115977-014A and 
115977-027A, due to sample matrix.

RPD for Duplicate (DUP) is outside criteria for samples 115977-016ADUP, 115977-031ADUP and 
115977-033ADUP; however, the Laboratory Control Sample (LCS) validated the analytical batch.

Analytical Comments for Method 7471

Dilution was necessary for samples 115977-009A and 115977-011A, due to sample matrix.

Analytical Comments for Method 8015 (DRO)

Dilution was necessary for sample 115977-019A, due to sample matrix.

Matrix Spike (MS) and /or Matrix Spike Duplicate (MSD) are/is outside recovery criteria for samples 
115985-001AMS and 115985-001AMSD; however, the analytical batch was validated by the 
Laboratory Control Sample (LCS).

RPD for Duplicate (DUP) is outside criteria for sample 115977-002ADUP; however, the Laboratory 
Control Sample (LCS) validated the analytical batch.

Analytical Comments for Method 8015 (GRO)

Matrix Spike (MS) and /or Matrix Spike Duplicate (MSD) are/is outside recovery criteria for sample 
115977-016AMSD; however, the analytical batch was validated by the Laboratory Control Sample 
(LCS).

RPD for Matrix Spike (MS)/Matrix Spike Duplicate (MSD) is outside criteria for sample 115977-
016AMSD; however, the analytical batch was validated by the Laboratory Control Sample (LCS).
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

Laboratory Results Date DateUnits

CLIENT: Geocon Consultants, Inc. Lab Order: 115977

DF

Advanced Technology Laboratories Date: 1/28/2011

Client Sample

ID Collected AnalyzedID

Analyte: Lead
Project No: Matrix: Soil

Date Received 1/26/2011 8:45:00 AM

LEAD BY ICP
EPA 6010B

Analyst: JSD

PQLQC Batch

ANALYTICAL RESULTS

10-01-1.5 1/25/2011 1/28/2011mg/KgND 70092 1115977-002A 5.0

10-02-1.5 1/25/2011 1/28/2011mg/KgND 70092 1115977-005A 5.0

10-03-1.5 1/25/2011 1/28/2011mg/Kg9.0 70092 1115977-007A 5.0

10-04-1.5 1/25/2011 1/28/2011mg/Kg6.8 70092 1115977-010A 5.0

10-05-1.5 1/25/2011 1/28/2011mg/KgND 70092 1115977-013A 5.0

10-06-1.5 1/25/2011 1/28/2011mg/KgND 70092 1115977-015A 5.0

10-07-1.5 1/25/2011 1/28/2011mg/Kg21 70092 1115977-018A 5.0

10-08-1.5 1/25/2011 1/28/2011mg/KgND 70092 1115977-021A 5.0

10-09-1.5 1/25/2011 1/28/2011mg/Kg31 70092 1115977-024A 5.0

10-10-1.5 1/25/2011 1/28/2011mg/KgND 70092 1115977-026A 5.0

10-11-1.5 1/25/2011 1/28/2011mg/KgND 70092 1115977-029A 5.0

10-12-1.5 1/25/2011 1/28/2011mg/KgND 70092 1115977-032A 5.0

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

Laboratory Results Date DateUnits

CLIENT: Geocon Consultants, Inc. Lab Order: 115977

DF

Advanced Technology Laboratories Date: 1/28/2011

Client Sample

ID Collected AnalyzedID

Analyte: pH
Project No: Matrix: Soil

Date Received 1/26/2011 8:45:00 AM

pH
EPA 9045C

Analyst: CBB

PQLQC Batch

ANALYTICAL RESULTS

10-01-1.5 1/25/2011 1/28/2011pH Units6.7 R129268 1115977-002A 0.10

10-02-1.5 1/25/2011 1/28/2011pH Units6.2 R129268 1115977-005A 0.10

10-03-1.5 1/25/2011 1/28/2011pH Units6.6 R129268 1115977-007A 0.10

10-04-1.5 1/25/2011 1/28/2011pH Units6.5 R129268 1115977-010A 0.10

10-05-1.5 1/25/2011 1/28/2011pH Units6.7 R129268 1115977-013A 0.10

10-06-1.5 1/25/2011 1/27/2011pH Units6.9 R129219 1115977-015A 0.10

10-07-1.5 1/25/2011 1/27/2011pH Units6.7 R129219 1115977-018A 0.10

10-08-1.5 1/25/2011 1/28/2011pH Units5.5 R129268 1115977-021A 0.10

10-09-1.5 1/25/2011 1/28/2011pH Units6.5 R129268 1115977-024A 0.10

10-10-1.5 1/25/2011 1/27/2011pH Units7.2 R129219 1115977-026A 0.10

10-11-1.5 1/25/2011 1/27/2011pH Units7.1 R129219 1115977-029A 0.10

10-12-1.5 1/25/2011 1/27/2011pH Units7.1 R129219 1115977-032A 0.10

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out

4 of 61



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-01-.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-001A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128B 70051QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 09:49 AM2.0 mg/Kg 1ND

Arsenic 1/28/2011 09:49 AM1.0 mg/Kg 1ND

Barium 1/28/2011 09:49 AM1.0 mg/Kg 125

Beryllium 1/28/2011 09:49 AM1.0 mg/Kg 1ND

Cadmium 1/28/2011 09:49 AM1.0 mg/Kg 1ND

Chromium 1/28/2011 09:49 AM1.0 mg/Kg 110

Cobalt 1/28/2011 09:49 AM1.0 mg/Kg 13.3

Copper 1/28/2011 09:49 AM2.0 mg/Kg 14.2

Lead 1/28/2011 09:49 AM1.0 mg/Kg 110

Molybdenum 1/28/2011 09:49 AM1.0 mg/Kg 1ND

Nickel 1/28/2011 09:49 AM1.0 mg/Kg 112

Selenium 1/28/2011 09:49 AM1.0 mg/Kg 1ND

Silver 1/28/2011 09:49 AM1.0 mg/Kg 1ND

Thallium 1/28/2011 09:49 AM1.0 mg/Kg 1ND

Vanadium 1/28/2011 09:49 AM1.0 mg/Kg 114

Zinc 1/28/2011 09:49 AM1.0 mg/Kg 170

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128A 70054QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 09:12 AM0.10 mg/Kg 10.44

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-01-1.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-002A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

DIESEL RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: CBR

EPA 3550B

RunID: GC16_110127A 70049QC Batch: PrepDate: 1/27/2011

DRO 1/27/2011 07:18 PM1.0 mg/Kg 14.4

 Surr: p-Terphenyl 1/27/2011 07:18 PM30-128 %REC 140.4

GASOLINE  RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: TTRunID: GC2_110126C E11VS035QC Batch: PrepDate:

GRO 1/26/2011 06:35 PM1.0 mg/Kg 1ND

 Surr: Bromofluorobenzene (FID) 1/26/2011 06:35 PM56-137 %REC 195.6

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-01-3.0
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-003A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128B 70051QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 09:53 AM2.0 mg/Kg 1ND

Arsenic 1/28/2011 09:53 AM1.0 mg/Kg 1ND

Barium 1/28/2011 09:53 AM1.0 mg/Kg 17.3

Beryllium 1/28/2011 09:53 AM1.0 mg/Kg 1ND

Cadmium 1/28/2011 09:53 AM1.0 mg/Kg 1ND

Chromium 1/28/2011 09:53 AM1.0 mg/Kg 110

Cobalt 1/28/2011 09:53 AM1.0 mg/Kg 13.2

Copper 1/28/2011 09:53 AM2.0 mg/Kg 1ND

Lead 1/28/2011 09:53 AM1.0 mg/Kg 15.0

Molybdenum 1/28/2011 09:53 AM1.0 mg/Kg 1ND

Nickel 1/28/2011 09:53 AM1.0 mg/Kg 13.8

Selenium 1/28/2011 09:53 AM1.0 mg/Kg 1ND

Silver 1/28/2011 09:53 AM1.0 mg/Kg 1ND

Thallium 1/28/2011 09:53 AM1.0 mg/Kg 1ND

Vanadium 1/28/2011 09:53 AM1.0 mg/Kg 114

Zinc 1/28/2011 09:53 AM1.0 mg/Kg 115

DIESEL RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: CBR

EPA 3550B

RunID: GC16_110127A 70049QC Batch: PrepDate: 1/27/2011

DRO 1/27/2011 07:37 PM1.0 mg/Kg 13.6

 Surr: p-Terphenyl 1/27/2011 07:37 PM30-128 %REC 195.7

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128A 70054QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 09:14 AM0.10 mg/Kg 11.8

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-02-.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-004A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128B 70051QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 10:06 AM2.0 mg/Kg 1ND

Arsenic 1/28/2011 10:06 AM1.0 mg/Kg 1ND

Barium 1/28/2011 10:06 AM1.0 mg/Kg 129

Beryllium 1/28/2011 10:06 AM1.0 mg/Kg 1ND

Cadmium 1/28/2011 10:06 AM1.0 mg/Kg 1ND

Chromium 1/28/2011 10:06 AM1.0 mg/Kg 119

Cobalt 1/28/2011 10:06 AM1.0 mg/Kg 15.0

Copper 1/28/2011 10:06 AM2.0 mg/Kg 17.6

Lead 1/28/2011 10:06 AM1.0 mg/Kg 14.2

Molybdenum 1/28/2011 10:06 AM1.0 mg/Kg 11.0

Nickel 1/28/2011 10:06 AM1.0 mg/Kg 119

Selenium 1/28/2011 10:06 AM1.0 mg/Kg 1ND

Silver 1/28/2011 10:06 AM1.0 mg/Kg 1ND

Thallium 1/28/2011 10:06 AM1.0 mg/Kg 1ND

Vanadium 1/28/2011 10:06 AM1.0 mg/Kg 126

Zinc 1/28/2011 10:06 AM1.0 mg/Kg 135

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128A 70054QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 09:20 AM0.10 mg/Kg 1ND

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-02-1.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-005A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

DIESEL RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: CBR

EPA 3550B

RunID: GC16_110127A 70049QC Batch: PrepDate: 1/27/2011

DRO 1/27/2011 07:08 PM1.0 mg/Kg 1ND

 Surr: p-Terphenyl 1/27/2011 07:08 PM30-128 %REC 181.9

GASOLINE  RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: TTRunID: GC2_110126C E11VS035QC Batch: PrepDate:

GRO 1/26/2011 06:50 PM1.0 mg/Kg 1ND

 Surr: Bromofluorobenzene (FID) 1/26/2011 06:50 PM56-137 %REC 1101

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out

9 of 61



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-03-.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-006A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128B 70051QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 10:10 AM2.0 mg/Kg 1ND

Arsenic 1/28/2011 10:10 AM1.0 mg/Kg 11.3

Barium 1/28/2011 10:10 AM1.0 mg/Kg 145

Beryllium 1/28/2011 10:10 AM1.0 mg/Kg 1ND

Cadmium 1/28/2011 10:10 AM1.0 mg/Kg 1ND

Chromium 1/28/2011 10:10 AM1.0 mg/Kg 114

Cobalt 1/28/2011 10:10 AM1.0 mg/Kg 13.2

Copper 1/28/2011 10:10 AM2.0 mg/Kg 17.9

Lead 1/28/2011 10:10 AM1.0 mg/Kg 110

Molybdenum 1/28/2011 10:10 AM1.0 mg/Kg 1ND

Nickel 1/28/2011 10:10 AM1.0 mg/Kg 18.5

Selenium 1/28/2011 10:10 AM1.0 mg/Kg 11.1

Silver 1/28/2011 10:10 AM1.0 mg/Kg 1ND

Thallium 1/28/2011 10:10 AM1.0 mg/Kg 1ND

Vanadium 1/28/2011 10:10 AM1.0 mg/Kg 119

Zinc 1/28/2011 10:10 AM1.0 mg/Kg 144

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128A 70054QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 09:22 AM0.10 mg/Kg 11.6

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-03-1.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-007A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

GASOLINE  RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: TTRunID: GC2_110126C E11VS035QC Batch: PrepDate:

GRO 1/26/2011 07:04 PM1.0 mg/Kg 1ND

 Surr: Bromofluorobenzene (FID) 1/26/2011 07:04 PM56-137 %REC 197.1

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-03-2.0
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-008A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128B 70051QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 10:14 AM2.0 mg/Kg 1ND

Arsenic 1/28/2011 10:14 AM1.0 mg/Kg 11.4

Barium 1/28/2011 10:14 AM1.0 mg/Kg 113

Beryllium 1/28/2011 11:06 AM2.0 mg/Kg 2ND

Cadmium 1/28/2011 10:14 AM1.0 mg/Kg 1ND

Chromium 1/28/2011 10:14 AM1.0 mg/Kg 116

Cobalt 1/28/2011 10:14 AM1.0 mg/Kg 15.8

Copper 1/28/2011 10:14 AM2.0 mg/Kg 17.7

Lead 1/28/2011 10:14 AM1.0 mg/Kg 17.3

Molybdenum 1/28/2011 10:14 AM1.0 mg/Kg 1ND

Nickel 1/28/2011 10:14 AM1.0 mg/Kg 116

Selenium 1/28/2011 10:14 AM1.0 mg/Kg 1ND

Silver 1/28/2011 10:14 AM1.0 mg/Kg 1ND

Thallium 1/28/2011 10:14 AM1.0 mg/Kg 1ND

Vanadium 1/28/2011 10:14 AM1.0 mg/Kg 120

Zinc 1/28/2011 10:14 AM1.0 mg/Kg 146

DIESEL RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: CBR

EPA 3550B

RunID: GC16_110127A 70049QC Batch: PrepDate: 1/27/2011

DRO 1/27/2011 07:46 PM1.0 mg/Kg 12.8

 Surr: p-Terphenyl 1/27/2011 07:46 PM30-128 %REC 141.5

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128A 70054QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 09:24 AM0.10 mg/Kg 11.7

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-04-.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-009A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128B 70051QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 11:11 AM4.0 mg/Kg 2ND

Arsenic 1/28/2011 11:11 AM2.0 mg/Kg 25.7

Barium 1/28/2011 11:11 AM2.0 mg/Kg 214

Beryllium 1/28/2011 11:11 AM2.0 mg/Kg 2ND

Cadmium 1/28/2011 11:11 AM2.0 mg/Kg 2ND

Chromium 1/28/2011 11:11 AM2.0 mg/Kg 214

Cobalt 1/28/2011 11:11 AM2.0 mg/Kg 26.1

Copper 1/28/2011 11:11 AM4.0 mg/Kg 215

Lead 1/28/2011 11:11 AM2.0 mg/Kg 26.3

Molybdenum 1/28/2011 11:11 AM2.0 mg/Kg 24.1

Nickel 1/28/2011 11:11 AM2.0 mg/Kg 216

Selenium 1/28/2011 11:11 AM2.0 mg/Kg 2ND

Silver 1/28/2011 11:11 AM2.0 mg/Kg 2ND

Thallium 1/28/2011 11:11 AM2.0 mg/Kg 2ND

Vanadium 1/28/2011 11:11 AM2.0 mg/Kg 218

Zinc 1/28/2011 11:11 AM2.0 mg/Kg 262

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128A 70054QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 09:29 AM0.20 mg/Kg 22.5

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-04-2.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-011A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128B 70051QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 11:23 AM10 mg/Kg 5ND

Arsenic 1/28/2011 11:23 AM5.0 mg/Kg 56.4

Barium 1/28/2011 11:23 AM5.0 mg/Kg 517

Beryllium 1/28/2011 11:23 AM5.0 mg/Kg 5ND

Cadmium 1/28/2011 11:23 AM5.0 mg/Kg 5ND

Chromium 1/28/2011 11:23 AM5.0 mg/Kg 515

Cobalt 1/28/2011 11:23 AM5.0 mg/Kg 57.0

Copper 1/28/2011 11:23 AM10 mg/Kg 515

Lead 1/28/2011 11:23 AM5.0 mg/Kg 510

Molybdenum 1/28/2011 11:23 AM5.0 mg/Kg 5ND

Nickel 1/28/2011 11:23 AM5.0 mg/Kg 520

Selenium 1/28/2011 11:23 AM5.0 mg/Kg 5ND

Silver 1/28/2011 11:23 AM5.0 mg/Kg 5ND

Thallium 1/28/2011 11:23 AM5.0 mg/Kg 5ND

Vanadium 1/28/2011 11:23 AM5.0 mg/Kg 522

Zinc 1/28/2011 11:23 AM5.0 mg/Kg 584

DIESEL RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: CBR

EPA 3550B

RunID: GC16_110127A 70049QC Batch: PrepDate: 1/27/2011

DRO 1/27/2011 07:56 PM1.0 mg/Kg 14.5

 Surr: p-Terphenyl 1/27/2011 07:56 PM30-128 %REC 165.8

GASOLINE  RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: TTRunID: GC2_110126C E11VS035QC Batch: PrepDate:

GRO 1/26/2011 07:19 PM1.0 mg/Kg 1ND

 Surr: Bromofluorobenzene (FID) 1/26/2011 07:19 PM56-137 %REC 196.9

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128A 70054QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 09:34 AM0.20 mg/Kg 22.3

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-05-.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-012A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128B 70051QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 10:28 AM2.0 mg/Kg 1ND

Arsenic 1/28/2011 10:28 AM1.0 mg/Kg 11.1

Barium 1/28/2011 10:28 AM1.0 mg/Kg 16.2

Beryllium 1/28/2011 10:28 AM1.0 mg/Kg 1ND

Cadmium 1/28/2011 10:28 AM1.0 mg/Kg 1ND

Chromium 1/28/2011 10:28 AM1.0 mg/Kg 18.6

Cobalt 1/28/2011 10:28 AM1.0 mg/Kg 12.7

Copper 1/28/2011 10:28 AM2.0 mg/Kg 1ND

Lead 1/28/2011 10:28 AM1.0 mg/Kg 14.8

Molybdenum 1/28/2011 10:28 AM1.0 mg/Kg 1ND

Nickel 1/28/2011 10:28 AM1.0 mg/Kg 15.6

Selenium 1/28/2011 10:28 AM1.0 mg/Kg 1ND

Silver 1/28/2011 10:28 AM1.0 mg/Kg 1ND

Thallium 1/28/2011 10:28 AM1.0 mg/Kg 1ND

Vanadium 1/28/2011 10:28 AM1.0 mg/Kg 112

Zinc 1/28/2011 10:28 AM1.0 mg/Kg 115

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128A 70054QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 08:57 AM0.10 mg/Kg 10.94

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-05-1.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-013A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

DIESEL RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: CBR

EPA 3550B

RunID: GC16_110127A 70049QC Batch: PrepDate: 1/27/2011

DRO 1/27/2011 08:15 PM1.0 mg/Kg 17.7

 Surr: p-Terphenyl 1/27/2011 08:15 PM30-128 %REC 1116

GASOLINE  RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: TTRunID: GC2_110126C E11VS035QC Batch: PrepDate:

GRO 1/26/2011 07:33 PM1.0 mg/Kg 1ND

 Surr: Bromofluorobenzene (FID) 1/26/2011 07:33 PM56-137 %REC 197.4

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-06-.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-014A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128B 70051QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 10:33 AM2.0 mg/Kg 1ND

Arsenic 1/28/2011 10:33 AM1.0 mg/Kg 1ND

Barium 1/28/2011 10:33 AM1.0 mg/Kg 145

Beryllium 1/28/2011 11:27 AM2.0 mg/Kg 2ND

Cadmium 1/28/2011 10:33 AM1.0 mg/Kg 1ND

Chromium 1/28/2011 10:33 AM1.0 mg/Kg 122

Cobalt 1/28/2011 10:33 AM1.0 mg/Kg 117

Copper 1/28/2011 10:33 AM2.0 mg/Kg 119

Lead 1/28/2011 10:33 AM1.0 mg/Kg 12.8

Molybdenum 1/28/2011 10:33 AM1.0 mg/Kg 1ND

Nickel 1/28/2011 10:33 AM1.0 mg/Kg 160

Selenium 1/28/2011 10:33 AM1.0 mg/Kg 1ND

Silver 1/28/2011 10:33 AM1.0 mg/Kg 1ND

Thallium 1/28/2011 10:33 AM1.0 mg/Kg 1ND

Vanadium 1/28/2011 10:33 AM1.0 mg/Kg 125

Zinc 1/28/2011 10:33 AM1.0 mg/Kg 132

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128B 70055QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 09:55 AM0.10 mg/Kg 10.39

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-06-2.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-016A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128B 70051QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 10:37 AM2.0 mg/Kg 1ND

Arsenic 1/28/2011 10:37 AM1.0 mg/Kg 1ND

Barium 1/28/2011 10:37 AM1.0 mg/Kg 130

Beryllium 1/28/2011 10:37 AM1.0 mg/Kg 1ND

Cadmium 1/28/2011 10:37 AM1.0 mg/Kg 1ND

Chromium 1/28/2011 10:37 AM1.0 mg/Kg 119

Cobalt 1/28/2011 10:37 AM1.0 mg/Kg 117

Copper 1/28/2011 10:37 AM2.0 mg/Kg 119

Lead 1/28/2011 10:37 AM1.0 mg/Kg 1ND

Molybdenum 1/28/2011 10:37 AM1.0 mg/Kg 1ND

Nickel 1/28/2011 10:37 AM1.0 mg/Kg 169

Selenium 1/28/2011 10:37 AM1.0 mg/Kg 11.3

Silver 1/28/2011 10:37 AM1.0 mg/Kg 1ND

Thallium 1/28/2011 10:37 AM1.0 mg/Kg 1ND

Vanadium 1/28/2011 10:37 AM1.0 mg/Kg 128

Zinc 1/28/2011 10:37 AM1.0 mg/Kg 125

DIESEL RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: CBR

EPA 3550B

RunID: GC16_110127A 70049QC Batch: PrepDate: 1/27/2011

DRO 1/27/2011 06:59 PM1.0 mg/Kg 1ND

 Surr: p-Terphenyl 1/27/2011 06:59 PM30-128 %REC 1125

GASOLINE  RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: TTRunID: GC2_110126C E11VS035QC Batch: PrepDate:

GRO 1/26/2011 07:48 PM1.0 mg/Kg 1ND

 Surr: Bromofluorobenzene (FID) 1/26/2011 07:48 PM56-137 %REC 199.9

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128B 70055QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 09:57 AM0.10 mg/Kg 10.13

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-07-.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-017A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128C 70052QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 11:40 AM2.0 mg/Kg 1ND

Arsenic 1/28/2011 11:40 AM1.0 mg/Kg 1ND

Barium 1/28/2011 11:40 AM1.0 mg/Kg 1130

Beryllium 1/28/2011 11:40 AM1.0 mg/Kg 1ND

Cadmium 1/28/2011 11:40 AM1.0 mg/Kg 1ND

Chromium 1/28/2011 11:40 AM1.0 mg/Kg 112

Cobalt 1/28/2011 11:40 AM1.0 mg/Kg 14.7

Copper 1/28/2011 11:40 AM2.0 mg/Kg 18.5

Lead 1/28/2011 11:40 AM1.0 mg/Kg 130

Molybdenum 1/28/2011 11:40 AM1.0 mg/Kg 1ND

Nickel 1/28/2011 11:40 AM1.0 mg/Kg 111

Selenium 1/28/2011 11:40 AM1.0 mg/Kg 1ND

Silver 1/28/2011 11:40 AM1.0 mg/Kg 1ND

Thallium 1/28/2011 11:40 AM1.0 mg/Kg 1ND

Vanadium 1/28/2011 11:40 AM1.0 mg/Kg 119

Zinc 1/28/2011 11:40 AM1.0 mg/Kg 149

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128B 70055QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 09:59 AM0.10 mg/Kg 10.11

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-07-2.0
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-019A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128C 70052QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 11:45 AM2.0 mg/Kg 1ND

Arsenic 1/28/2011 11:45 AM1.0 mg/Kg 1ND

Barium 1/28/2011 11:45 AM1.0 mg/Kg 1130

Beryllium 1/28/2011 11:45 AM1.0 mg/Kg 1ND

Cadmium 1/28/2011 11:45 AM1.0 mg/Kg 1ND

Chromium 1/28/2011 11:45 AM1.0 mg/Kg 111

Cobalt 1/28/2011 11:45 AM1.0 mg/Kg 13.7

Copper 1/28/2011 11:45 AM2.0 mg/Kg 18.1

Lead 1/28/2011 11:45 AM1.0 mg/Kg 153

Molybdenum 1/28/2011 11:45 AM1.0 mg/Kg 1ND

Nickel 1/28/2011 11:45 AM1.0 mg/Kg 19.7

Selenium 1/28/2011 11:45 AM1.0 mg/Kg 1ND

Silver 1/28/2011 11:45 AM1.0 mg/Kg 1ND

Thallium 1/28/2011 11:45 AM1.0 mg/Kg 1ND

Vanadium 1/28/2011 11:45 AM1.0 mg/Kg 118

Zinc 1/28/2011 11:45 AM1.0 mg/Kg 150

DIESEL RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: CBR

EPA 3550B

RunID: GC16_110127A 70049QC Batch: PrepDate: 1/27/2011

DRO 1/28/2011 09:22 AM5.0 mg/Kg 535

 Surr: p-Terphenyl 1/28/2011 09:22 AM30-128 %REC 572.6

GASOLINE  RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: TTRunID: GC2_110126C E11VS035QC Batch: PrepDate:

GRO 1/26/2011 08:17 PM1.0 mg/Kg 1ND

 Surr: Bromofluorobenzene (FID) 1/26/2011 08:17 PM56-137 %REC 193.2

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128B 70055QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 10:01 AM0.10 mg/Kg 1ND

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-08-.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-020A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128C 70052QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 11:58 AM2.0 mg/Kg 1ND

Arsenic 1/28/2011 11:58 AM1.0 mg/Kg 1ND

Barium 1/28/2011 11:58 AM1.0 mg/Kg 1130

Beryllium 1/28/2011 11:58 AM1.0 mg/Kg 1ND

Cadmium 1/28/2011 11:58 AM1.0 mg/Kg 1ND

Chromium 1/28/2011 11:58 AM1.0 mg/Kg 114

Cobalt 1/28/2011 11:58 AM1.0 mg/Kg 14.9

Copper 1/28/2011 11:58 AM2.0 mg/Kg 16.8

Lead 1/28/2011 11:58 AM1.0 mg/Kg 120

Molybdenum 1/28/2011 11:58 AM1.0 mg/Kg 1ND

Nickel 1/28/2011 11:58 AM1.0 mg/Kg 111

Selenium 1/28/2011 11:58 AM1.0 mg/Kg 1ND

Silver 1/28/2011 11:58 AM1.0 mg/Kg 1ND

Thallium 1/28/2011 11:58 AM1.0 mg/Kg 1ND

Vanadium 1/28/2011 11:58 AM1.0 mg/Kg 120

Zinc 1/28/2011 11:58 AM1.0 mg/Kg 136

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128B 70055QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 10:03 AM0.10 mg/Kg 10.24

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out

21 of 61



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-08-1.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-021A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

DIESEL RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: CBR

EPA 3550B

RunID: GC16_110127A 70049QC Batch: PrepDate: 1/27/2011

DRO 1/27/2011 08:26 PM1.0 mg/Kg 119

 Surr: p-Terphenyl 1/27/2011 08:26 PM30-128 %REC 1106

GASOLINE  RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: TTRunID: GC2_110126C E11VS035QC Batch: PrepDate:

GRO 1/26/2011 08:31 PM1.0 mg/Kg 1ND

 Surr: Bromofluorobenzene (FID) 1/26/2011 08:31 PM56-137 %REC 195.1

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-08-3.0
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-022A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128C 70052QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 12:02 PM2.0 mg/Kg 1ND

Arsenic 1/28/2011 12:02 PM1.0 mg/Kg 1ND

Barium 1/28/2011 12:02 PM1.0 mg/Kg 140

Beryllium 1/28/2011 12:02 PM1.0 mg/Kg 1ND

Cadmium 1/28/2011 12:02 PM1.0 mg/Kg 1ND

Chromium 1/28/2011 12:02 PM1.0 mg/Kg 113

Cobalt 1/28/2011 12:02 PM1.0 mg/Kg 12.3

Copper 1/28/2011 12:02 PM2.0 mg/Kg 15.0

Lead 1/28/2011 12:02 PM1.0 mg/Kg 14.4

Molybdenum 1/28/2011 12:02 PM1.0 mg/Kg 1ND

Nickel 1/28/2011 12:02 PM1.0 mg/Kg 18.3

Selenium 1/28/2011 12:02 PM1.0 mg/Kg 1ND

Silver 1/28/2011 12:02 PM1.0 mg/Kg 1ND

Thallium 1/28/2011 12:02 PM1.0 mg/Kg 1ND

Vanadium 1/28/2011 12:02 PM1.0 mg/Kg 119

Zinc 1/28/2011 12:02 PM1.0 mg/Kg 116

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128B 70055QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 10:05 AM0.10 mg/Kg 10.41

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-09-.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-023A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128C 70052QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 12:06 PM2.0 mg/Kg 1ND

Arsenic 1/28/2011 12:06 PM1.0 mg/Kg 1ND

Barium 1/28/2011 12:06 PM1.0 mg/Kg 1110

Beryllium 1/28/2011 12:06 PM1.0 mg/Kg 1ND

Cadmium 1/28/2011 12:06 PM1.0 mg/Kg 1ND

Chromium 1/28/2011 12:06 PM1.0 mg/Kg 19.1

Cobalt 1/28/2011 12:06 PM1.0 mg/Kg 13.2

Copper 1/28/2011 12:06 PM2.0 mg/Kg 18.7

Lead 1/28/2011 12:06 PM1.0 mg/Kg 140

Molybdenum 1/28/2011 12:06 PM1.0 mg/Kg 1ND

Nickel 1/28/2011 12:06 PM1.0 mg/Kg 17.9

Selenium 1/28/2011 12:06 PM1.0 mg/Kg 1ND

Silver 1/28/2011 12:06 PM1.0 mg/Kg 1ND

Thallium 1/28/2011 12:06 PM1.0 mg/Kg 1ND

Vanadium 1/28/2011 12:06 PM1.0 mg/Kg 115

Zinc 1/28/2011 12:06 PM1.0 mg/Kg 152

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128B 70055QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 10:07 AM0.10 mg/Kg 10.22

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-09-1.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-024A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

DIESEL RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: CBR

EPA 3550B

RunID: GC16_110127A 70049QC Batch: PrepDate: 1/27/2011

DRO 1/27/2011 08:38 PM1.0 mg/Kg 144

 Surr: p-Terphenyl 1/27/2011 08:38 PM30-128 %REC 1114

GASOLINE  RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: TTRunID: GC2_110126C E11VS035QC Batch: PrepDate:

GRO 1/26/2011 08:46 PM1.0 mg/Kg 1ND

 Surr: Bromofluorobenzene (FID) 1/26/2011 08:46 PM56-137 %REC 193.7

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-10-.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-025A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128C 70052QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 12:11 PM2.0 mg/Kg 1ND

Arsenic 1/28/2011 12:11 PM1.0 mg/Kg 1ND

Barium 1/28/2011 12:11 PM1.0 mg/Kg 133

Beryllium 1/28/2011 12:11 PM1.0 mg/Kg 1ND

Cadmium 1/28/2011 12:11 PM1.0 mg/Kg 1ND

Chromium 1/28/2011 12:11 PM1.0 mg/Kg 122

Cobalt 1/28/2011 12:11 PM1.0 mg/Kg 112

Copper 1/28/2011 12:11 PM2.0 mg/Kg 129

Lead 1/28/2011 12:11 PM1.0 mg/Kg 13.9

Molybdenum 1/28/2011 12:11 PM1.0 mg/Kg 1ND

Nickel 1/28/2011 12:11 PM1.0 mg/Kg 125

Selenium 1/28/2011 12:11 PM1.0 mg/Kg 1ND

Silver 1/28/2011 12:11 PM1.0 mg/Kg 1ND

Thallium 1/28/2011 12:11 PM1.0 mg/Kg 1ND

Vanadium 1/28/2011 12:11 PM1.0 mg/Kg 136

Zinc 1/28/2011 12:11 PM1.0 mg/Kg 145

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128B 70055QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 10:09 AM0.10 mg/Kg 1ND

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-10-1.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-026A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

DIESEL RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: CBR

EPA 3550B

RunID: GC16_110127B 70088QC Batch: PrepDate: 1/27/2011

DRO 1/28/2011 12:37 PM1.0 mg/Kg 1ND

 Surr: p-Terphenyl 1/28/2011 12:37 PM30-128 %REC 184.3

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-10-2.0
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-027A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128C 70052QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 12:15 PM2.0 mg/Kg 1ND

Arsenic 1/28/2011 12:15 PM1.0 mg/Kg 12.7

Barium 1/28/2011 12:15 PM1.0 mg/Kg 140

Beryllium 1/28/2011 12:33 PM2.0 mg/Kg 2ND

Cadmium 1/28/2011 12:15 PM1.0 mg/Kg 1ND

Chromium 1/28/2011 12:15 PM1.0 mg/Kg 131

Cobalt 1/28/2011 12:15 PM1.0 mg/Kg 111

Copper 1/28/2011 12:15 PM2.0 mg/Kg 136

Lead 1/28/2011 12:15 PM1.0 mg/Kg 15.2

Molybdenum 1/28/2011 12:15 PM1.0 mg/Kg 1ND

Nickel 1/28/2011 12:15 PM1.0 mg/Kg 132

Selenium 1/28/2011 12:15 PM1.0 mg/Kg 1ND

Silver 1/28/2011 12:15 PM1.0 mg/Kg 1ND

Thallium 1/28/2011 12:15 PM1.0 mg/Kg 1ND

Vanadium 1/28/2011 12:15 PM1.0 mg/Kg 138

Zinc 1/28/2011 12:15 PM1.0 mg/Kg 150

GASOLINE  RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: TTRunID: GC2_110126C E11VS035QC Batch: PrepDate:

GRO 1/26/2011 09:01 PM1.0 mg/Kg 1ND

 Surr: Bromofluorobenzene (FID) 1/26/2011 09:01 PM56-137 %REC 197.9

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128B 70055QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 10:15 AM0.10 mg/Kg 11.6

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-11-.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-028A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128C 70052QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 12:19 PM2.0 mg/Kg 1ND

Arsenic 1/28/2011 12:19 PM1.0 mg/Kg 1ND

Barium 1/28/2011 12:19 PM1.0 mg/Kg 114

Beryllium 1/28/2011 12:19 PM1.0 mg/Kg 1ND

Cadmium 1/28/2011 12:19 PM1.0 mg/Kg 1ND

Chromium 1/28/2011 12:19 PM1.0 mg/Kg 118

Cobalt 1/28/2011 12:19 PM1.0 mg/Kg 115

Copper 1/28/2011 12:19 PM2.0 mg/Kg 131

Lead 1/28/2011 12:19 PM1.0 mg/Kg 11.4

Molybdenum 1/28/2011 12:19 PM1.0 mg/Kg 1ND

Nickel 1/28/2011 12:19 PM1.0 mg/Kg 116

Selenium 1/28/2011 12:19 PM1.0 mg/Kg 1ND

Silver 1/28/2011 12:19 PM1.0 mg/Kg 1ND

Thallium 1/28/2011 12:19 PM1.0 mg/Kg 1ND

Vanadium 1/28/2011 12:19 PM1.0 mg/Kg 160

Zinc 1/28/2011 12:19 PM1.0 mg/Kg 123

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128B 70055QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 09:50 AM0.10 mg/Kg 1ND

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-11-1.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-029A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

DIESEL RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: CBR

EPA 3550B

RunID: GC16_110127B 70088QC Batch: PrepDate: 1/27/2011

DRO 1/28/2011 12:09 PM1.0 mg/Kg 1ND

 Surr: p-Terphenyl 1/28/2011 12:09 PM30-128 %REC 186.9

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out

30 of 61



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-11-2.0
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-030A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128C 70052QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 12:24 PM2.0 mg/Kg 1ND

Arsenic 1/28/2011 12:24 PM1.0 mg/Kg 1ND

Barium 1/28/2011 12:24 PM1.0 mg/Kg 12.9

Beryllium 1/28/2011 12:24 PM1.0 mg/Kg 1ND

Cadmium 1/28/2011 12:24 PM1.0 mg/Kg 1ND

Chromium 1/28/2011 12:24 PM1.0 mg/Kg 122

Cobalt 1/28/2011 12:24 PM1.0 mg/Kg 116

Copper 1/28/2011 12:24 PM2.0 mg/Kg 130

Lead 1/28/2011 12:24 PM1.0 mg/Kg 1ND

Molybdenum 1/28/2011 12:24 PM1.0 mg/Kg 1ND

Nickel 1/28/2011 12:24 PM1.0 mg/Kg 119

Selenium 1/28/2011 12:24 PM1.0 mg/Kg 1ND

Silver 1/28/2011 12:24 PM1.0 mg/Kg 1ND

Thallium 1/28/2011 12:24 PM1.0 mg/Kg 1ND

Vanadium 1/28/2011 12:24 PM1.0 mg/Kg 164

Zinc 1/28/2011 12:24 PM1.0 mg/Kg 123

GASOLINE  RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: TTRunID: GC2_110127A E11VS037QC Batch: PrepDate:

GRO 1/27/2011 01:13 PM1.0 mg/Kg 1ND

 Surr: Bromofluorobenzene (FID) 1/27/2011 01:13 PM56-137 %REC 190.5

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128C 70056QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 10:31 AM0.10 mg/Kg 1ND

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-12-.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-031A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128C 70052QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 12:37 PM2.0 mg/Kg 1ND

Arsenic 1/28/2011 12:37 PM1.0 mg/Kg 1ND

Barium 1/28/2011 12:37 PM1.0 mg/Kg 13.8

Beryllium 1/28/2011 12:37 PM1.0 mg/Kg 1ND

Cadmium 1/28/2011 12:37 PM1.0 mg/Kg 1ND

Chromium 1/28/2011 12:37 PM1.0 mg/Kg 118

Cobalt 1/28/2011 12:37 PM1.0 mg/Kg 116

Copper 1/28/2011 12:37 PM2.0 mg/Kg 142

Lead 1/28/2011 12:37 PM1.0 mg/Kg 1ND

Molybdenum 1/28/2011 12:37 PM1.0 mg/Kg 1ND

Nickel 1/28/2011 12:37 PM1.0 mg/Kg 120

Selenium 1/28/2011 12:37 PM1.0 mg/Kg 1ND

Silver 1/28/2011 12:37 PM1.0 mg/Kg 1ND

Thallium 1/28/2011 12:37 PM1.0 mg/Kg 1ND

Vanadium 1/28/2011 12:37 PM1.0 mg/Kg 164

Zinc 1/28/2011 12:37 PM1.0 mg/Kg 127

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128C 70056QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 10:34 AM0.10 mg/Kg 1ND

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-12-1.5
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-032A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

DIESEL RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: CBR

EPA 3550B

RunID: GC16_110127B 70088QC Batch: PrepDate: 1/27/2011

DRO 1/28/2011 12:18 PM1.0 mg/Kg 1ND

 Surr: p-Terphenyl 1/28/2011 12:18 PM30-128 %REC 175.0

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-

Client Sample ID: 10-12-2.0
Collection Date: 1/25/2011

Matrix: SOIL

Analyses Result Qual Units Date Analyzed

CLIENT: Geocon Consultants, Inc.
Lab Order: 115977

Lab ID: 115977-033A

DF

Advanced Technology Laboratories Print Date: 28-Jan-11

PQL

ANALYTICAL RESULTS

ICP METALS
EPA 6010B

Analyst: JSD

EPA 3050B

RunID: ICP8_110128D 70053QC Batch: PrepDate: 1/27/2011

Antimony 1/28/2011 01:12 PM2.0 mg/Kg 1ND

Arsenic 1/28/2011 01:12 PM1.0 mg/Kg 1ND

Barium 1/28/2011 01:12 PM1.0 mg/Kg 12.5

Beryllium 1/28/2011 01:12 PM1.0 mg/Kg 1ND

Cadmium 1/28/2011 01:12 PM1.0 mg/Kg 1ND

Chromium 1/28/2011 01:12 PM1.0 mg/Kg 113

Cobalt 1/28/2011 01:12 PM1.0 mg/Kg 112

Copper 1/28/2011 01:12 PM2.0 mg/Kg 129

Lead 1/28/2011 01:12 PM1.0 mg/Kg 1ND

Molybdenum 1/28/2011 01:12 PM1.0 mg/Kg 1ND

Nickel 1/28/2011 01:12 PM1.0 mg/Kg 116

Selenium 1/28/2011 01:12 PM1.0 mg/Kg 1ND

Silver 1/28/2011 01:12 PM1.0 mg/Kg 1ND

Thallium 1/28/2011 01:12 PM1.0 mg/Kg 1ND

Vanadium 1/28/2011 01:12 PM1.0 mg/Kg 148

Zinc 1/28/2011 01:12 PM1.0 mg/Kg 119

GASOLINE  RANGE ORGANICS BY GC/FID
EPA 8015B(M)

Analyst: TTRunID: GC2_110127A E11VS037QC Batch: PrepDate:

GRO 1/27/2011 01:28 PM1.0 mg/Kg 1ND

 Surr: Bromofluorobenzene (FID) 1/27/2011 01:28 PM56-137 %REC 198.6

MERCURY BY COLD VAPOR TECHNIQUE
EPA 7471A

Analyst: VVRunID: AA1_110128C 70056QC Batch: PrepDate: 1/27/2011

Mercury 1/28/2011 10:27 AM0.10 mg/Kg 1ND

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

28-Jan-11Date:Advanced Technology Laboratories

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 6010_S

Sample ID: MB-70051

Batch ID: 70051 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: PBS

RunNo: 129266

SeqNo: 2096035

MBLKSampType: TestCode: 6010_S

EPA 3050B

Antimony 2.0ND

Arsenic 1.0ND

Barium 1.0ND

Beryllium 1.0ND

Cadmium 1.0ND

Chromium 1.00.096

Cobalt 1.0ND

Copper 2.00.259

Lead 1.0ND

Molybdenum 1.0ND

Nickel 1.00.057

Selenium 1.0ND

Silver 1.0ND

Thallium 1.0ND

Vanadium 1.0ND

Zinc 1.0ND

Sample ID: LCS-70051

Batch ID: 70051 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: LCSS

RunNo: 129266

SeqNo: 2096037

LCSSampType: TestCode: 6010_S

EPA 3050B

Antimony 50.00 96.7 80 1202.0 048.336

Arsenic 50.00 90.7 80 1201.0 045.332

Barium 50.00 97.7 80 1201.0 048.872

Beryllium 50.00 97.9 80 1201.0 048.925

Cadmium 50.00 89.9 80 1201.0 044.937

Chromium 50.00 95.4 80 1201.0 0.0955947.810

Cobalt 50.00 94.6 80 1201.0 047.297

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 6010_S

Sample ID: LCS-70051

Batch ID: 70051 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: LCSS

RunNo: 129266

SeqNo: 2096037

LCSSampType: TestCode: 6010_S

EPA 3050B

Copper 50.00 98.5 80 1202.0 0.258749.524

Lead 50.00 94.4 80 1201.0 047.180

Molybdenum 50.00 101 80 1201.0 050.624

Nickel 50.00 91.7 80 1201.0 0.0565445.904

Selenium 50.00 85.0 80 1201.0 042.506

Silver 50.00 96.8 80 1201.0 048.420

Thallium 50.00 95.3 80 1201.0 047.642

Vanadium 50.00 99.2 80 1201.0 049.598

Zinc 50.00 88.9 80 1201.0 044.438

Sample ID: 115977-016A-DUP

Batch ID: 70051 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-06-2.5

RunNo: 129266

SeqNo: 2096046

DUPSampType: TestCode: 6010_S

EPA 3050B

Antimony 202.0 0.4215 00.734

Arsenic 201.0 0 0ND

Barium 201.0 30.22 1.1429.877

Beryllium 201.0 0 0ND

Cadmium 201.0 0.5764 00.661

Chromium 201.0 19.42 1.8119.770

Cobalt 201.0 17.40 9.8819.204

Copper 20 R2.0 19.34 25.725.051

Lead 201.0 0.9636 00.952

Molybdenum 201.0 0.2793 00.340

Nickel 201.0 69.44 12.478.650

Selenium 20 R1.0 1.335 25.51.032

Silver 201.0 0 0ND

Thallium 201.0 0 0ND

Vanadium 201.0 27.55 1.1427.867

Zinc 201.0 24.67 15.528.796

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 6010_S

Sample ID: 115977-016A-MS

Batch ID: 70051 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-06-2.5

RunNo: 129266

SeqNo: 2096047

MSSampType: TestCode: 6010_S

EPA 3050B

Antimony 125.0 62.7 32 1052.0 0.421578.761

Arsenic 125.0 72.1 49 1061.0 090.163

Barium 125.0 84.3 31 1331.0 30.22135.543

Beryllium 125.0 70.8 56 1061.0 088.487

Cadmium 125.0 66.4 51 1031.0 0.576483.518

Chromium 125.0 70.8 45 1141.0 19.42107.944

Cobalt 125.0 71.1 52 1061.0 17.40106.280

Copper 125.0 88.4 54 1252.0 19.34129.858

Lead 125.0 68.7 34 1261.0 0.963686.791

Molybdenum 125.0 74.3 54 1061.0 0.279393.180

Nickel 125.0 77.0 45 1111.0 69.44165.639

Selenium 125.0 68.5 47 1041.0 1.33586.924

Silver 125.0 77.2 56 1121.0 096.446

Thallium 125.0 67.9 46 1011.0 084.865

Vanadium 125.0 74.5 54 1141.0 27.55120.647

Zinc 125.0 70.8 28 1251.0 24.67113.126

Sample ID: 115977-016A-MSD

Batch ID: 70051 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-06-2.5

RunNo: 129266

SeqNo: 2096048

MSDSampType: TestCode: 6010_S

EPA 3050B

Antimony 125.0 63.7 32 105 202.0 0.4215 78.76 1.6180.038

Arsenic 125.0 75.5 49 106 201.0 0 90.16 4.5394.346

Barium 125.0 81.3 31 133 201.0 30.22 135.5 2.76131.848

Beryllium 125.0 72.3 56 106 201.0 0 88.49 2.1490.404

Cadmium 125.0 67.5 51 103 201.0 0.5764 83.52 1.7484.982

Chromium 125.0 71.5 45 114 201.0 19.42 107.9 0.772108.781

Cobalt 125.0 71.1 52 106 201.0 17.40 106.3 0.00304106.284

Copper 125.0 86.6 54 125 202.0 19.34 129.9 1.75127.607

Lead 125.0 70.5 34 126 201.0 0.9636 86.79 2.5789.051

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 6010_S

Sample ID: 115977-016A-MSD

Batch ID: 70051 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-06-2.5

RunNo: 129266

SeqNo: 2096048

MSDSampType: TestCode: 6010_S

EPA 3050B

Molybdenum 125.0 75.3 54 106 201.0 0.2793 93.18 1.3794.466

Nickel 125.0 76.5 45 111 201.0 69.44 165.6 0.321165.107

Selenium 125.0 69.9 47 104 201.0 1.335 86.92 2.0488.718

Silver 125.0 76.5 56 112 201.0 0 96.45 0.80195.677

Thallium 125.0 69.4 46 101 201.0 0 84.86 2.2386.778

Vanadium 125.0 75.3 54 114 201.0 27.55 120.6 0.814121.633

Zinc 125.0 71.6 28 125 201.0 24.67 113.1 0.868114.112

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 6010_S

Sample ID: MB-70052

Batch ID: 70052 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: PBS

RunNo: 129270

SeqNo: 2096146

MBLKSampType: TestCode: 6010_S

EPA 3050B

Antimony 2.0ND

Arsenic 1.0ND

Barium 1.0ND

Beryllium 1.0ND

Cadmium 1.0ND

Chromium 1.0ND

Cobalt 1.0ND

Copper 2.00.339

Lead 1.0ND

Molybdenum 1.0ND

Nickel 1.00.079

Selenium 1.0ND

Silver 1.0ND

Thallium 1.0ND

Vanadium 1.0ND

Zinc 1.00.296

Sample ID: LCS-70052

Batch ID: 70052 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: LCSS

RunNo: 129270

SeqNo: 2096147

LCSSampType: TestCode: 6010_S

EPA 3050B

Antimony 50.00 101 80 1202.0 050.409

Arsenic 50.00 97.1 80 1201.0 048.534

Barium 50.00 100 80 1201.0 050.054

Beryllium 50.00 98.4 80 1201.0 049.195

Cadmium 50.00 97.9 80 1201.0 048.942

Chromium 50.00 96.6 80 1201.0 048.320

Cobalt 50.00 98.4 80 1201.0 049.216

Copper 50.00 98.2 80 1202.0 0.339249.436

Lead 50.00 101 80 1201.0 050.651

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 6010_S

Sample ID: LCS-70052

Batch ID: 70052 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: LCSS

RunNo: 129270

SeqNo: 2096147

LCSSampType: TestCode: 6010_S

EPA 3050B

Molybdenum 50.00 104 80 1201.0 051.881

Nickel 50.00 96.5 80 1201.0 0.0794648.341

Selenium 50.00 92.7 80 1201.0 046.374

Silver 50.00 94.8 80 1201.0 047.389

Thallium 50.00 101 80 1201.0 050.610

Vanadium 50.00 99.8 80 1201.0 049.912

Zinc 50.00 98.4 80 1201.0 0.295649.477

Sample ID: 115977-031A-DUP

Batch ID: 70052 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-12-.5

RunNo: 129270

SeqNo: 2096159

DUPSampType: TestCode: 6010_S

EPA 3050B

Antimony 202.0 0.3491 00.690

Arsenic 201.0 0 0ND

Barium 20 R1.0 3.842 10111.622

Beryllium 201.0 0 0ND

Cadmium 201.0 0.3346 00.504

Chromium 20 R1.0 18.39 28.224.423

Cobalt 201.0 15.72 10.417.448

Copper 20 R2.0 41.95 25.354.080

Lead 201.0 0.4026 00.675

Molybdenum 201.0 0.07223 00.233

Nickel 201.0 19.90 10.322.065

Selenium 201.0 0 0ND

Silver 201.0 0 0ND

Thallium 201.0 0 0ND

Vanadium 201.0 63.84 8.9469.812

Zinc 201.0 26.88 15.131.275

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 6010_S

Sample ID: 115977-031A-MS

Batch ID: 70052 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-12-.5

RunNo: 129270

SeqNo: 2096160

MSSampType: TestCode: 6010_S

EPA 3050B

Antimony 125.0 78.5 32 1052.0 0.349198.423

Arsenic 125.0 80.3 49 1061.0 0100.388

Barium 125.0 83.8 31 1331.0 3.842108.646

Beryllium 125.0 82.1 56 1061.0 0102.644

Cadmium 125.0 80.6 51 1031.0 0.3346101.043

Chromium 125.0 80.1 45 1141.0 18.39118.465

Cobalt 125.0 79.2 52 1061.0 15.72114.710

Copper 125.0 89.9 54 1252.0 41.95154.337

Lead 125.0 82.8 34 1261.0 0.4026103.863

Molybdenum 125.0 86.5 54 1061.0 0.07223108.164

Nickel 125.0 77.4 45 1111.0 19.90116.664

Selenium 125.0 79.4 47 1041.0 099.285

Silver 125.0 85.3 56 1121.0 0106.629

Thallium 125.0 81.3 46 1011.0 0101.627

Vanadium 125.0 84.4 54 1141.0 63.84169.280

Zinc 125.0 78.2 28 1251.0 26.88124.693

Sample ID: 115977-031A-MSD

Batch ID: 70052 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-12-.5

RunNo: 129270

SeqNo: 2096161

MSDSampType: TestCode: 6010_S

EPA 3050B

Antimony 125.0 77.5 32 105 202.0 0.3491 98.42 1.1897.264

Arsenic 125.0 80.3 49 106 201.0 0 100.4 0.0737100.314

Barium 125.0 82.8 31 133 201.0 3.842 108.6 1.21107.339

Beryllium 125.0 82.1 56 106 201.0 0 102.6 0.0434102.599

Cadmium 125.0 79.3 51 103 201.0 0.3346 101.0 1.6299.419

Chromium 125.0 79.8 45 114 201.0 18.39 118.5 0.325118.080

Cobalt 125.0 78.6 52 106 201.0 15.72 114.7 0.672113.941

Copper 125.0 92.8 54 125 202.0 41.95 154.3 2.28157.903

Lead 125.0 82.0 34 126 201.0 0.4026 103.9 0.921102.911

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values

41 of 61



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 6010_S

Sample ID: 115977-031A-MSD

Batch ID: 70052 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-12-.5

RunNo: 129270

SeqNo: 2096161

MSDSampType: TestCode: 6010_S

EPA 3050B

Molybdenum 125.0 85.8 54 106 201.0 0.07223 108.2 0.833107.267

Nickel 125.0 76.9 45 111 201.0 19.90 116.7 0.531116.046

Selenium 125.0 78.5 47 104 201.0 0 99.28 1.1498.155

Silver 125.0 84.9 56 112 201.0 0 106.6 0.472106.126

Thallium 125.0 80.9 46 101 201.0 0 101.6 0.527101.093

Vanadium 125.0 80.1 54 114 201.0 63.84 169.3 3.23163.903

Zinc 125.0 79.0 28 125 201.0 26.88 124.7 0.719125.593

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 6010_S

Sample ID: MB-70053

Batch ID: 70053 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: PBS

RunNo: 129271

SeqNo: 2096162

MBLKSampType: TestCode: 6010_S

EPA 3050B

Antimony 2.0ND

Arsenic 1.0ND

Barium 1.0ND

Beryllium 1.0ND

Cadmium 1.0ND

Chromium 1.0ND

Cobalt 1.0ND

Copper 2.0ND

Lead 1.0ND

Molybdenum 1.0ND

Nickel 1.0ND

Selenium 1.0ND

Silver 1.0ND

Thallium 1.0ND

Vanadium 1.0ND

Zinc 1.0ND

Sample ID: LCS-70053

Batch ID: 70053 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: LCSS

RunNo: 129271

SeqNo: 2096163

LCSSampType: TestCode: 6010_S

EPA 3050B

Antimony 50.00 99.9 80 1202.0 049.930

Arsenic 50.00 96.0 80 1201.0 047.988

Barium 50.00 99.3 80 1201.0 049.633

Beryllium 50.00 97.7 80 1201.0 048.850

Cadmium 50.00 98.4 80 1201.0 049.192

Chromium 50.00 96.0 80 1201.0 047.995

Cobalt 50.00 97.4 80 1201.0 048.714

Copper 50.00 98.5 80 1202.0 049.240

Lead 50.00 102 80 1201.0 050.939

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 6010_S

Sample ID: LCS-70053

Batch ID: 70053 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: LCSS

RunNo: 129271

SeqNo: 2096163

LCSSampType: TestCode: 6010_S

EPA 3050B

Molybdenum 50.00 103 80 1201.0 051.724

Nickel 50.00 96.8 80 1201.0 048.409

Selenium 50.00 91.9 80 1201.0 045.958

Silver 50.00 94.8 80 1201.0 047.389

Thallium 50.00 101 80 1201.0 050.558

Vanadium 50.00 100 80 1201.0 050.022

Zinc 50.00 99.2 80 1201.0 049.584

Sample ID: 115977-033A-DUP

Batch ID: 70053 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-12-2.0

RunNo: 129271

SeqNo: 2096165

DUPSampType: TestCode: 6010_S

EPA 3050B

Antimony 202.0 0.3006 00.481

Arsenic 201.0 0 0ND

Barium 20 R1.0 2.491 65.34.904

Beryllium 201.0 0 0ND

Cadmium 201.0 0.2595 00.292

Chromium 20 R1.0 13.06 22.116.299

Cobalt 201.0 12.43 6.2813.232

Copper 20 R2.0 28.58 25.036.743

Lead 201.0 0.3255 00.450

Molybdenum 201.0 0.1128 00.047

Nickel 201.0 16.38 8.6815.021

Selenium 201.0 0 0ND

Silver 201.0 0 0ND

Thallium 201.0 0 0ND

Vanadium 201.0 48.34 12.254.627

Zinc 201.0 18.98 16.422.368

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 6010_S

Sample ID: 115977-033A-MS

Batch ID: 70053 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-12-2.0

RunNo: 129271

SeqNo: 2096166

MSSampType: TestCode: 6010_S

EPA 3050B

Antimony 125.0 81.4 32 1052.0 0.3006102.093

Arsenic 125.0 81.8 49 1061.0 0102.272

Barium 125.0 83.8 31 1331.0 2.491107.227

Beryllium 125.0 84.4 56 1061.0 0105.521

Cadmium 125.0 80.6 51 1031.0 0.2595100.965

Chromium 125.0 84.2 45 1141.0 13.06118.256

Cobalt 125.0 79.0 52 1061.0 12.43111.171

Copper 125.0 91.4 54 1252.0 28.58142.845

Lead 125.0 83.8 34 1261.0 0.3255105.022

Molybdenum 125.0 88.0 54 1061.0 0.1128110.130

Nickel 125.0 78.1 45 1111.0 16.38113.992

Selenium 125.0 80.3 47 1041.0 0100.347

Silver 125.0 85.7 56 1121.0 0107.171

Thallium 125.0 83.0 46 1011.0 0103.794

Vanadium 125.0 79.0 54 1141.0 48.34147.104

Zinc 125.0 79.5 28 1251.0 18.98118.373

Sample ID: 115977-033A-MSD

Batch ID: 70053 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-12-2.0

RunNo: 129271

SeqNo: 2096167

MSDSampType: TestCode: 6010_S

EPA 3050B

Antimony 125.0 77.1 32 105 202.0 0.3006 102.1 5.4396.697

Arsenic 125.0 78.1 49 106 201.0 0 102.3 4.6597.622

Barium 125.0 83.9 31 133 201.0 2.491 107.2 0.134107.370

Beryllium 125.0 81.4 56 106 201.0 0 105.5 3.64101.751

Cadmium 125.0 77.9 51 103 201.0 0.2595 101.0 3.3697.624

Chromium 125.0 84.1 45 114 201.0 13.06 118.3 0.0845118.156

Cobalt 125.0 80.0 52 106 201.0 12.43 111.2 1.14112.441

Copper 125.0 101 54 125 202.0 28.58 142.8 7.74154.340

Lead 125.0 80.1 34 126 201.0 0.3255 105.0 4.41100.491

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 6010_S

Sample ID: 115977-033A-MSD

Batch ID: 70053 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-12-2.0

RunNo: 129271

SeqNo: 2096167

MSDSampType: TestCode: 6010_S

EPA 3050B

Molybdenum 125.0 84.6 54 106 201.0 0.1128 110.1 3.99105.823

Nickel 125.0 80.1 45 111 201.0 16.38 114.0 2.17116.492

Selenium 125.0 76.9 47 104 201.0 0 100.3 4.2496.181

Silver 125.0 84.9 56 112 201.0 0 107.2 0.950106.157

Thallium 125.0 79.2 46 101 201.0 0 103.8 4.6999.034

Vanadium 125.0 92.2 54 114 201.0 48.34 147.1 10.6163.526

Zinc 125.0 81.9 28 125 201.0 18.98 118.4 2.53121.404

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 6010_SPB

Sample ID: MB-70092A

Batch ID: 70092 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/28/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: PBS

RunNo: 129273

SeqNo: 2096212

MBLKSampType: TestCode: 6010_SPB

EPA  3050M

Lead 5.0ND

Sample ID: LCS-70092

Batch ID: 70092 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/28/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: LCSS

RunNo: 129273

SeqNo: 2096213

LCSSampType: TestCode: 6010_SPB

EPA  3050M

Lead 250.0 98.1 80 1205.0 0245.180

Sample ID: 115977-026A-DUP

Batch ID: 70092 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/28/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-10-1.5

RunNo: 129273

SeqNo: 2096224

DUPSampType: TestCode: 6010_SPB

EPA  3050M

Lead 205.0 4.441 04.584

Sample ID: 115977-026A-MS

Batch ID: 70092 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/28/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-10-1.5

RunNo: 129273

SeqNo: 2096225

MSSampType: TestCode: 6010_SPB

EPA  3050M

Lead 250.0 67.7 34 1265.0 4.441173.592

Sample ID: MB-70092B

Batch ID: 70092 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/28/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: PBS

RunNo: 129273

SeqNo: 2096226

MBLKSampType: TestCode: 6010_SPB

EPA  3050M

Lead 5.0ND

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 6010_SPB

Sample ID: 115977-032A-DUP

Batch ID: 70092 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/28/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-12-1.5

RunNo: 129273

SeqNo: 2096229

DUPSampType: TestCode: 6010_SPB

EPA  3050M

Lead 205.0 0.3099 01.034

Sample ID: 115977-032A-MS

Batch ID: 70092 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/28/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-12-1.5

RunNo: 129273

SeqNo: 2096230

MSSampType: TestCode: 6010_SPB

EPA  3050M

Lead 250.0 86.4 34 1265.0 0.3099216.345

Sample ID: 115977-032A-MSD

Batch ID: 70092 TestNo: EPA 6010B Analysis Date: 1/28/2011

Prep Date: 1/28/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-12-1.5

RunNo: 129273

SeqNo: 2096231

MSDSampType: TestCode: 6010_SPB

EPA  3050M

Lead 250.0 89.5 34 126 205.0 0.3099 216.3 3.48224.016

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values

48 of 61



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 7471_S

Sample ID: MB-70054

Batch ID: 70054 TestNo: EPA 7471A Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: PBS

RunNo: 129258

SeqNo: 2095866

MBLKSampType: TestCode: 7471_S

Mercury 0.10ND

Sample ID: LCS-70054

Batch ID: 70054 TestNo: EPA 7471A Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: LCSS

RunNo: 129258

SeqNo: 2095867

LCSSampType: TestCode: 7471_S

Mercury 0.8300 98.6 80 1200.10 00.818

Sample ID: 115977-012A-MS

Batch ID: 70054 TestNo: EPA 7471A Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-05-.5

RunNo: 129258

SeqNo: 2095868

MSSampType: TestCode: 7471_S

Mercury 0.8300 120 70 1300.10 0.93581.929

Sample ID: 115977-012A-MSD

Batch ID: 70054 TestNo: EPA 7471A Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-05-.5

RunNo: 129258

SeqNo: 2095869

MSDSampType: TestCode: 7471_S

Mercury 0.8300 118 70 130 200.10 0.9358 1.929 0.7781.914

Sample ID: 115977-012A-DUP

Batch ID: 70054 TestNo: EPA 7471A Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-05-.5

RunNo: 129258

SeqNo: 2095871

DUPSampType: TestCode: 7471_S

Mercury 200.10 0.9358 0.6310.930

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 7471_S

Sample ID: MB-70055

Batch ID: 70055 TestNo: EPA 7471A Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: PBS

RunNo: 129261

SeqNo: 2095983

MBLKSampType: TestCode: 7471_S

Mercury 0.10ND

Sample ID: LCS-70055

Batch ID: 70055 TestNo: EPA 7471A Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: LCSS

RunNo: 129261

SeqNo: 2095984

LCSSampType: TestCode: 7471_S

Mercury 0.8300 97.0 80 1200.10 00.805

Sample ID: 115977-028A-MS

Batch ID: 70055 TestNo: EPA 7471A Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-11-.5

RunNo: 129261

SeqNo: 2095985

MSSampType: TestCode: 7471_S

Mercury 0.8300 108 70 1300.10 0.022860.921

Sample ID: 115977-028A-MSD

Batch ID: 70055 TestNo: EPA 7471A Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-11-.5

RunNo: 129261

SeqNo: 2095986

MSDSampType: TestCode: 7471_S

Mercury 0.8300 108 70 130 200.10 0.02286 0.9209 0.4990.916

Sample ID: 115977-028A-DUP

Batch ID: 70055 TestNo: EPA 7471A Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-11-.5

RunNo: 129261

SeqNo: 2095988

DUPSampType: TestCode: 7471_S

Mercury 200.10 0.02286 00.022

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 7471_S

Sample ID: MB-70056

Batch ID: 70056 TestNo: EPA 7471A Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: PBS

RunNo: 129262

SeqNo: 2095998

MBLKSampType: TestCode: 7471_S

Mercury 0.10ND

Sample ID: LCS-70056

Batch ID: 70056 TestNo: EPA 7471A Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: LCSS

RunNo: 129262

SeqNo: 2095999

LCSSampType: TestCode: 7471_S

Mercury 0.8300 102 80 1200.10 00.848

Sample ID: 115977-033A-MS

Batch ID: 70056 TestNo: EPA 7471A Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-12-2.0

RunNo: 129262

SeqNo: 2096000

MSSampType: TestCode: 7471_S

Mercury 0.8300 119 70 1300.10 0.011750.997

Sample ID: 115977-033A-MSD

Batch ID: 70056 TestNo: EPA 7471A Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-12-2.0

RunNo: 129262

SeqNo: 2096001

MSDSampType: TestCode: 7471_S

Mercury 0.8300 119 70 130 200.10 0.01175 0.9968 0.4791.002

Sample ID: 115977-033A-DUP

Batch ID: 70056 TestNo: EPA 7471A Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-12-2.0

RunNo: 129262

SeqNo: 2096003

DUPSampType: TestCode: 7471_S

Mercury 200.10 0.01175 00.012

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 8015_S_DSL LL

Sample ID: MB-70049

Batch ID: 70049 TestNo: EPA 8015B(M Analysis Date: 1/27/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: PBS

RunNo: 129226

SeqNo: 2095892

MBLKSampType: TestCode: 8015_S_DSL 

EPA 3550B

DRO 1.0ND

 Surr: p-Terphenyl 2.670 91.9 30 1282.453

Sample ID: LCS-70049

Batch ID: 70049 TestNo: EPA 8015B(M Analysis Date: 1/27/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: LCSS

RunNo: 129226

SeqNo: 2095893

LCSSampType: TestCode: 8015_S_DSL 

EPA 3550B

DRO 33.00 81.3 35 1181.0 026.834

 Surr: p-Terphenyl 2.670 97.3 30 1282.599

Sample ID: 115985-001AMS

Batch ID: 70049 TestNo: EPA 8015B(M Analysis Date: 1/27/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: ZZZZZZ

RunNo: 129226

SeqNo: 2095896

MSSampType: TestCode: 8015_S_DSL 

EPA 3550B

DRO 33.00 253 25 129 S2.0 93.16176.703

 Surr: p-Terphenyl 2.670 83.7 30 1282.234

Sample ID: 115985-001AMSD

Batch ID: 70049 TestNo: EPA 8015B(M Analysis Date: 1/27/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: ZZZZZZ

RunNo: 129226

SeqNo: 2095897

MSDSampType: TestCode: 8015_S_DSL 

EPA 3550B

DRO 33.00 325 25 129 20 S2.0 93.16 176.7 12.6200.551

 Surr: p-Terphenyl 2.670 94.6 30 128 002.527

Sample ID: 115977-002ADUP

Batch ID: 70049 TestNo: EPA 8015B(M Analysis Date: 1/27/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-01-1.5

RunNo: 129226

SeqNo: 2095901

DUPSampType: TestCode: 8015_S_DSL 

EPA 3550B

DRO 20 R1.0 4.400 68.42.157

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 8015_S_DSL LL

Sample ID: 115977-002ADUP

Batch ID: 70049 TestNo: EPA 8015B(M Analysis Date: 1/27/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-01-1.5

RunNo: 129226

SeqNo: 2095901

DUPSampType: TestCode: 8015_S_DSL 

EPA 3550B

 Surr: p-Terphenyl 2.670 109 30 128 002.922

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 8015_S_DSL LL

Sample ID: MB-70088

Batch ID: 70088 TestNo: EPA 8015B(M Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: PBS

RunNo: 129269

SeqNo: 2096134

MBLKSampType: TestCode: 8015_S_DSL 

EPA 3550B

DRO 1.0ND

 Surr: p-Terphenyl 2.670 123 30 1283.283

Sample ID: LCS-70088

Batch ID: 70088 TestNo: EPA 8015B(M Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: LCSS

RunNo: 129269

SeqNo: 2096135

LCSSampType: TestCode: 8015_S_DSL 

EPA 3550B

DRO 33.00 82.6 35 1181.0 027.273

 Surr: p-Terphenyl 2.670 116 30 1283.094

Sample ID: 115977-032AMS

Batch ID: 70088 TestNo: EPA 8015B(M Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-12-1.5

RunNo: 129269

SeqNo: 2096136

MSSampType: TestCode: 8015_S_DSL 

EPA 3550B

DRO 33.00 66.5 25 1291.0 021.934

 Surr: p-Terphenyl 2.670 84.9 30 1282.268

Sample ID: 115977-032AMSD

Batch ID: 70088 TestNo: EPA 8015B(M Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-12-1.5

RunNo: 129269

SeqNo: 2096137

MSDSampType: TestCode: 8015_S_DSL 

EPA 3550B

DRO 33.00 60.8 25 129 201.0 0 21.93 8.8720.071

 Surr: p-Terphenyl 2.670 74.7 30 128 001.994

Sample ID: 115977-032ADUP

Batch ID: 70088 TestNo: EPA 8015B(M Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-12-1.5

RunNo: 129269

SeqNo: 2096138

DUPSampType: TestCode: 8015_S_DSL 

EPA 3550B

DRO 1.0ND

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 8015_S_DSL LL

Sample ID: 115977-032ADUP

Batch ID: 70088 TestNo: EPA 8015B(M Analysis Date: 1/28/2011

Prep Date: 1/27/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-12-1.5

RunNo: 129269

SeqNo: 2096138

DUPSampType: TestCode: 8015_S_DSL 

EPA 3550B

 Surr: p-Terphenyl 2.670 75.6 30 1282.017

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 8015_S_GAS

Sample ID: E110126LCS3

Batch ID: E11VS035 TestNo: EPA 8015B(M Analysis Date: 1/26/2011

Prep Date:

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: LCSS

RunNo: 129224

SeqNo: 2096066

LCSSampType: TestCode: 8015_S_GAS

GRO 5.000 95.4 70 1301.0 04.771

 Surr: Bromofluorobenzene (FID) 100.0 92.8 56 13792.834

Sample ID: E110126MB3MS

Batch ID: E11VS035 TestNo: EPA 8015B(M Analysis Date: 1/26/2011

Prep Date:

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: ZZZZZZ

RunNo: 129224

SeqNo: 2096069

MSSampType: TestCode: 8015_S_GAS

GRO 5.000 95.6 40 1211.0 04.779

 Surr: Bromofluorobenzene (FID) 100.0 96.7 56 13796.720

Sample ID: E110126MB3MSD

Batch ID: E11VS035 TestNo: EPA 8015B(M Analysis Date: 1/26/2011

Prep Date:

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: ZZZZZZ

RunNo: 129224

SeqNo: 2096070

MSDSampType: TestCode: 8015_S_GAS

GRO 5.000 96.9 40 121 201.0 0 4.779 1.374.845

 Surr: Bromofluorobenzene (FID) 100.0 93.9 56 137 0093.936

Sample ID: E110126MB3

Batch ID: E11VS035 TestNo: EPA 8015B(M Analysis Date: 1/26/2011

Prep Date:

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: PBS

RunNo: 129224

SeqNo: 2096071

MBLKSampType: TestCode: 8015_S_GAS

GRO 1.0ND

 Surr: Bromofluorobenzene (FID) 100.0 98.9 56 13798.879

Sample ID: 115977-016ADUP

Batch ID: E11VS035 TestNo: EPA 8015B(M Analysis Date: 1/26/2011

Prep Date:

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-06-2.5

RunNo: 129224

SeqNo: 2096078

DUPSampType: TestCode: 8015_S_GAS

GRO 201.0 0 0ND

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 8015_S_GAS

Sample ID: 115977-016ADUP

Batch ID: E11VS035 TestNo: EPA 8015B(M Analysis Date: 1/26/2011

Prep Date:

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-06-2.5

RunNo: 129224

SeqNo: 2096078

DUPSampType: TestCode: 8015_S_GAS

 Surr: Bromofluorobenzene (FID) 100.0 98.8 56 137 0098.775

Sample ID: 115977-016AMS

Batch ID: E11VS035 TestNo: EPA 8015B(M Analysis Date: 1/26/2011

Prep Date:

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-06-2.5

RunNo: 129224

SeqNo: 2096083

MSSampType: TestCode: 8015_S_GAS

GRO 5.000 49.1 40 1211.0 02.456

 Surr: Bromofluorobenzene (FID) 100.0 103 56 137102.686

Sample ID: 115977-016AMSD

Batch ID: E11VS035 TestNo: EPA 8015B(M Analysis Date: 1/26/2011

Prep Date:

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-06-2.5

RunNo: 129224

SeqNo: 2096084

MSDSampType: TestCode: 8015_S_GAS

GRO 5.000 36.5 40 121 20 SR1.0 0 2.456 29.61.823

 Surr: Bromofluorobenzene (FID) 100.0 101 56 137 00101.137

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 8015_S_GAS

Sample ID: E110127LCS1

Batch ID: E11VS037 TestNo: EPA 8015B(M Analysis Date: 1/27/2011

Prep Date:

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: LCSS

RunNo: 129272

SeqNo: 2096168

LCSSampType: TestCode: 8015_S_GAS

GRO 5.000 76.2 70 1301.0 03.811

 Surr: Bromofluorobenzene (FID) 100.0 92.0 56 13791.978

Sample ID: E110127MB1MS

Batch ID: E11VS037 TestNo: EPA 8015B(M Analysis Date: 1/27/2011

Prep Date:

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: ZZZZZZ

RunNo: 129272

SeqNo: 2096169

MSSampType: TestCode: 8015_S_GAS

GRO 5.000 94.9 40 1211.0 04.747

 Surr: Bromofluorobenzene (FID) 100.0 93.2 56 13793.247

Sample ID: E110127MB1MSD

Batch ID: E11VS037 TestNo: EPA 8015B(M Analysis Date: 1/27/2011

Prep Date:

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: ZZZZZZ

RunNo: 129272

SeqNo: 2096170

MSDSampType: TestCode: 8015_S_GAS

GRO 5.000 88.5 40 121 201.0 0 4.747 7.004.426

 Surr: Bromofluorobenzene (FID) 100.0 90.3 56 137 0090.333

Sample ID: E110127MB1

Batch ID: E11VS037 TestNo: EPA 8015B(M Analysis Date: 1/27/2011

Prep Date:

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: PBS

RunNo: 129272

SeqNo: 2096171

MBLKSampType: TestCode: 8015_S_GAS

GRO 1.0ND

 Surr: Bromofluorobenzene (FID) 100.0 95.1 56 13795.075

Sample ID: 115977-033ADUP

Batch ID: E11VS037 TestNo: EPA 8015B(M Analysis Date: 1/27/2011

Prep Date:

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-12-2.0

RunNo: 129272

SeqNo: 2096174

DUPSampType: TestCode: 8015_S_GAS

GRO 201.0 0 0ND

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 8015_S_GAS

Sample ID: 115977-033ADUP

Batch ID: E11VS037 TestNo: EPA 8015B(M Analysis Date: 1/27/2011

Prep Date:

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: 10-12-2.0

RunNo: 129272

SeqNo: 2096174

DUPSampType: TestCode: 8015_S_GAS

 Surr: Bromofluorobenzene (FID) 100.0 97.0 56 137 0096.953

Sample ID: 115957-010AMS

Batch ID: E11VS037 TestNo: EPA 8015B(M Analysis Date: 1/27/2011

Prep Date:

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: ZZZZZZ

RunNo: 129272

SeqNo: 2096189

MSSampType: TestCode: 8015_S_GAS

GRO 5.000 74.0 40 1211.0 03.700

 Surr: Bromofluorobenzene (FID) 100.0 97.4 56 13797.357

Sample ID: 115957-010AMSD

Batch ID: E11VS037 TestNo: EPA 8015B(M Analysis Date: 1/27/2011

Prep Date:

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/Kg

PQL

Client ID: ZZZZZZ

RunNo: 129272

SeqNo: 2096190

MSDSampType: TestCode: 8015_S_GAS

GRO 5.000 63.1 40 121 201.0 0 3.700 15.93.156

 Surr: Bromofluorobenzene (FID) 100.0 112 56 137 00112.048

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 9045_S

Sample ID: 115959-018ADUP

Batch ID: R129219 TestNo: EPA 9045C Analysis Date: 1/27/2011

Prep Date:

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: pH Units

PQL

Client ID: ZZZZZZ

RunNo: 129219

SeqNo: 2095124

DUPSampType: TestCode: 9045_S

pH 200.10 8.200 0.8578.130

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 9045_S

Sample ID: 115977-002ADUP

Batch ID: R129268 TestNo: EPA 9045C Analysis Date: 1/28/2011

Prep Date:

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: pH Units

PQL

Client ID: 10-01-1.5

RunNo: 129268

SeqNo: 2096127

DUPSampType: TestCode: 9045_S

pH 200.10 6.670 1.196.750

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

Laboratory Results Date DateUnits

CLIENT: Geocon Consultants, Inc. Lab Order: 115977

DF

Advanced Technology Laboratories Date: 2/3/2011

Client Sample

ID Collected AnalyzedID

Analyte: Lead
Project No: Matrix: Soil

Date Received 1/26/2011 8:45:00 AM

LEAD BY ATOMIC ABSORPTION (STLC)
WET/ EPA 7420

Analyst: IL

PQLQC Batch

ANALYTICAL RESULTS

10-07-2.0 1/25/2011 2/3/2011mg/L1.4 70190 1115977-019A 0.25

Qualifiers: B Analyte detected in the associated Method Blank E Value above quantitation range
H Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO Surrogate Diluted Out

2 of 3



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

3275 Walnut Avenue,  Signal Hill, CA  90755      Tel: 562. 989.4045      Fax: 562.989.4040 

03-Feb-11Date:Advanced Technology Laboratories

Project: CALTRANS-SR9 SLOPE REPAIRS, E8560-06

CLIENT: Geocon Consultants, Inc.
Work Order: 115977

ANALYTICAL QC SUMMARY REPORT

TestCode: 7420_ST

Sample ID: MB-70190A

Batch ID: 70190 TestNo: WET/ EPA 74 Analysis Date: 2/3/2011

Prep Date: 2/1/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

Client ID: PBS

RunNo: 129524

SeqNo: 2101774

MBLKSampType: TestCode: 7420_ST

WET

Lead 0.25ND

Sample ID: LCS-70190

Batch ID: 70190 TestNo: WET/ EPA 74 Analysis Date: 2/3/2011

Prep Date: 2/1/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

Client ID: LCSS

RunNo: 129524

SeqNo: 2101775

LCSSampType: TestCode: 7420_ST

WET

Lead 5.000 98.5 80 1200.25 04.923

Sample ID: 115977-019A-DUP

Batch ID: 70190 TestNo: WET/ EPA 74 Analysis Date: 2/3/2011

Prep Date: 2/1/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

Client ID: 10-07-2.0

RunNo: 129524

SeqNo: 2101777

DUPSampType: TestCode: 7420_ST

WET

Lead 200.25 1.370 5.921.454

Sample ID: 115977-019A-MS

Batch ID: 70190 TestNo: WET/ EPA 74 Analysis Date: 2/3/2011

Prep Date: 2/1/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

Client ID: 10-07-2.0

RunNo: 129524

SeqNo: 2101778

MSSampType: TestCode: 7420_ST

WET

Lead 5.000 101 80 1200.25 1.3706.434

Sample ID: 115977-019A-MSD

Batch ID: 70190 TestNo: WET/ EPA 74 Analysis Date: 2/3/2011

Prep Date: 2/1/2011

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPDLowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

Client ID: 10-07-2.0

RunNo: 129524

SeqNo: 2101779

MSDSampType: TestCode: 7420_ST

WET

Lead 5.000 99.8 80 120 200.25 1.370 6.434 1.166.360

Qualifiers: 

B Analyte detected in the associated Method Blank E Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference
DO Surrogate Diluted Out Calculations are based on raw values
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Sample Description Appearance %  Type
AsbestosNon-Asbestos

%     Fibrous %   Non-Fibrous

Test Report: PLM Analysis of Bulk Samples for Asbestos via EPA 600/R-93/116 Method 
with CARB 435 Prep (Milling) Level A for 0.25% Target Analytical Sensitivity

091100820

Attn: Lauren Vigliotti
Geocon Consultants, Inc.
6671 Brisa Street

Livermore, CA 94550

Customer PO: E8560-06-03
Received: 01/26/11 2:30 PM

E8560-06-**
E8560-06-03 /  SR 9 Slope Repairs

Customer ID: GECN21

Fax: (925) 371-5915 Phone: (925) 371-5900
Project:

EMSL Order:

EMSL Proj:
1/27/2011Analysis Date:

EMSL Analytical, Inc
2235 Polvorosa Ave , Suite 230, San Leandro, CA 94577
Phone:  (510) 895-3675        Fax:  (510) 895-3680     Email:   milpitaslab@emsl.com

10-01-1.5
091100820-0001

Soil (NOA) Brown None Detected
Non-Fibrous
Homogeneous

Non-fibrous (other)100.00%

10-02-1.5
091100820-0002

Soil (NOA) Brown None Detected
Non-Fibrous
Homogeneous

Non-fibrous (other)100.00%

10-03-1.5
091100820-0003

Soil (NOA) Brown None Detected
Non-Fibrous
Homogeneous

Non-fibrous (other)100.00%

10-04-1.5
091100820-0004

Soil (NOA) Brown None Detected
Non-Fibrous
Homogeneous

Non-fibrous (other)100.00%

10-05-1.5
091100820-0005

Soil (NOA) Brown None Detected
Non-Fibrous
Homogeneous

Non-fibrous (other)100.00%

10-06-1.5
091100820-0006

Soil (NOA) Brown None Detected
Non-Fibrous
Homogeneous

Non-fibrous (other)100.00%

10-07-1.5
091100820-0007

Soil (NOA) Brown None Detected
Non-Fibrous
Homogeneous

Non-fibrous (other)100.00%

10-08-1.5
091100820-0008

Soil (NOA) Brown None Detected
Non-Fibrous
Homogeneous

Non-fibrous (other)100.00%

10-09-1.5
091100820-0009

Soil (NOA) Brown None Detected
Non-Fibrous
Homogeneous

Non-fibrous (other)100.00%

Baojia Ke, Laboratory Manager
or other approved signatory

Test Report  PLMPTC-7.121.0  Printed: 1

Analyst(s)

This report relates only to the samples listed above and may not be reproduced except in full, without EMSL's written approval. This report must not be used by the client to claim 
product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. EMSL is not responsible for sample collection activities or method limitations. 
Some samples may contain asbestos fibers below the resolution limit of PLM. EMSL recommends that samples reported as none detected or less than the limit of detection undergo 
additional analysis via TEM.Samples received in good condition unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc 2235 Polvorosa Ave , Suite 230, San Leandro CA 

Rui Cindy Geng (12)

Initial report from 

mailto:milpitaslab@emsl.com


Sample Description Appearance %  Type
AsbestosNon-Asbestos

%     Fibrous %   Non-Fibrous

Test Report: PLM Analysis of Bulk Samples for Asbestos via EPA 600/R-93/116 Method 
with CARB 435 Prep (Milling) Level A for 0.25% Target Analytical Sensitivity

091100820

Attn: Lauren Vigliotti
Geocon Consultants, Inc.
6671 Brisa Street

Livermore, CA 94550

Customer PO: E8560-06-03
Received: 01/26/11 2:30 PM

E8560-06-**
E8560-06-03 /  SR 9 Slope Repairs

Customer ID: GECN21

Fax: (925) 371-5915 Phone: (925) 371-5900
Project:

EMSL Order:

EMSL Proj:
1/27/2011Analysis Date:

EMSL Analytical, Inc
2235 Polvorosa Ave , Suite 230, San Leandro, CA 94577
Phone:  (510) 895-3675        Fax:  (510) 895-3680     Email:   milpitaslab@emsl.com

10-10-1.5
091100820-0010

Soil (NOA) Brown None Detected
Non-Fibrous
Homogeneous

Non-fibrous (other)100.00%

10-11-1.5
091100820-0011

Soil (NOA) Brown None Detected
Non-Fibrous
Homogeneous

Non-fibrous (other)100.00%

10-12-1.5
091100820-0012

Soil (NOA) Brown None Detected
Non-Fibrous
Homogeneous

Non-fibrous (other)100.00%

Baojia Ke, Laboratory Manager
or other approved signatory

Test Report  PLMPTC-7.121.0  Printed: 2

Analyst(s)

THIS IS THE LAST PAGE OF THE REPORT.

This report relates only to the samples listed above and may not be reproduced except in full, without EMSL's written approval. This report must not be used by the client to claim 
product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. EMSL is not responsible for sample collection activities or method limitations. 
Some samples may contain asbestos fibers below the resolution limit of PLM. EMSL recommends that samples reported as none detected or less than the limit of detection undergo 
additional analysis via TEM.Samples received in good condition unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc 2235 Polvorosa Ave , Suite 230, San Leandro CA 

Rui Cindy Geng (12)

Initial report from 

mailto:milpitaslab@emsl.com
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APPENDIX B - Arsenic and Vanadium UCLs

As V UCLs
0.5 14 As
0.5 14 Number of Valid Observations 21
0.5 26 Number of Distinct Observations 7
1.3 19 Minimum 0.5
1.4 20 Maximum 6.4
5.7 18 Mean 1.243
6.4 22 Median 0.5
1.1 12 SD 1.687
0.5 25 Variance 2.846
0.5 28 Coefficient of Variation 1.357
0.5 19 Skewness 2.563
0.5 18 Mean of log data -0.243
0.5 20 SD of log data 0.825
0.5 19    90% Standard Bootstrap UCL 1.689
0.5 15    95% Standard Bootstrap UCL 1.835
0.5 36
2.7 38 Pb
0.5 60 Number of Valid Observations 33
0.5 64 Number of Distinct Observations 21
0.5 64 Minimum 0.5
0.5 48 Maximum 53

Mean 9.336
Median 4.4
SD 12.43
Variance 154.5
Coefficient of Variation 1.331
Skewness 2.202
Mean of log data 1.528
SD of log data 1.242
   90% Standard Bootstrap UCL 12.15
   95% Standard Bootstrap UCL 12.88

V
Number of Valid Observations 21
Number of Distinct Observations 15
Minimum 12
Maximum 64
Mean 28.52
Median 20
SD 16.75
Variance 280.6
Coefficient of Variation 0.587
Skewness 1.288
Mean of log data 3.213
SD of log data 0.515
   90% Standard Bootstrap UCL 33.03
   95% Standard Bootstrap UCL 34.31

E8560-06-03 Tables-App B.xls; App B-UCLs 1 of 1 February 2011
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