01123B_D12-20-99
Page 2 of 2


 XE "01123B_D12-20-99" 
Page 1 of 2
Use in projects which may have lead based paint or other lead based materials.  This includes almost all projects except new construction.

Inform Architectural Estimating Section of the requirements of this section.

1.  Change section numbering when used in conjuction with Standard Specifications.

1.__  LEAD BASED MATERIALS
The Contractor shall take special precautions for that part of the work which involve the handling of materials which may contain lead, either during demolition or construction.

2

The lead content of the existing paint system is unknown.

3

Any work that disturbs the existing paint system may expose workers to health hazards and may (1) produce amounts of material and residue containing heavy metal which exceed the hazardous thresholds established in the California Code of Regulations or (2) produce toxic fumes when heated.

4

The Contractor shall furnish sampling and testing programs for lead or lead based materials.  The program shall be prepared and carried out by an industrial hygienist certified by the American Council of Industrial Hygiene.  The number and location of samples shall be as designated by the Engineer.

5

REPORTING

The sampling report shall be given to the Engineer within 10 days of the sampling.

6

If the paint system is found to contain safe levels, the Contractor may proceed with work in that area.

7

If the paint system is found to contain unsafe levels of lead, and when ordered by the Engineer in writing, the Contractor shall proceed with the removal and disposal of the debris.

8.  Paras. 8, 9 and 10:  Use with General Conditions.  Delete Paras. 11, 12 and 13.

Attention is directed to “Lead Abatement,” in Division 2 of these special provisions regarding governing codes and requirements for the removal and disposal of lead based materials.

9

The sampling and testing program work done by the certified industrial hygienist, including furnishing the sampling program, sample collection, analysis and reporting, will be paid for as provided in Section 3, “Changes in the Work,” of the General Conditions.

10

Any adjustment of contract time will be made in accordance with the provisions of Section 6‑1.07, “Time of Completion,“ of the General Conditions.

11.  Paras. 11, 12 and 13:  Use with Standard Specifications.  Delete Paras: 8, 9 and 10.
Attention is directed to “Lead Abatement,” in Section 12‑2 of these special provisions regarding governing codes and requirements for the removal and disposal of lead based materials.

12

The sampling and testing program work done by the certified industrial hygienist, including furnishing the sampling program, sample collection, analysis and reporting, will be paid for as extra work as provided in Section 4‑1.03D of the Standard Specifications.

13

Any adjustment of contract time will be made in accordance with the provisions of Section 8‑1.06, “Time of Completion,” of the Standard Specifications.

