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For use with Standard Specifications.

10-1.__  DESTROY WELL

*2

GENERAL.‑-This work shall consist of destroying a well in accordance with the details shown on the plans and these special provisions.    The existing well casing is ___ mm in diameter and approximately ___ meters in depth.  

3

All existing appurtenances, including well pump, motor and discharge piping shall be removed and properly disposed of.  

4.  Use if pump is submersible  Delete para. 5.

The well pump consists of a submersible type well pump and motor.

5.  Use if pump is vertical turbine.  Edit for oil or water lubrication.  Delete para. 4

The well pump consists of a vertical turbine, ---oil----water--- lubricated well pump with motor.  Oil in the casing shall be properly removed and disposed on in accordance with the rules and regulations of the enforcing agency.  

6

REGULATIONS.‑-Attention is directed to the provisions of destruction of wells as set forth in the current issue of the Department of Water Resources Bulletin No.74, "Water Well Standards:  State of California".

*7

WELL PERMIT.‑-The Contractor shall make all arrangements and obtain a well permit from _(department)__(county) _at    (phone number)    at a cost of         ($dollars) ____.

8

EQUIPMENT AND PERSONNEL.--All necessary materials, equipment, labor, transportation, machinery, tools, fuel, water, power, light, sanitary facilities, and all other items incidental to the completion of the work shall be provided by the Contractor.

9

MATERIALS.--Sealing materials shall be neat cement, cement grout, concrete, or bentonite clays.  Used drilling muds shall not be used.

10

Neat cement shall be composed of portland cement and clean water.  The water content of the neat cement shall be between 17 and 25 liters per 43 kg of cement.  

11

Cement grout shall be composed of water, one part cement and not more than 2 parts of sand.  The water content of the cement grout shall be the same as for neat cement above.  

12

Concrete shall be commercial quality concrete with not less than 325 kilograms of cement per cubic meter.

13

EXECUTION.--The well shall be filled with native or other approved materials from the bottom of the well to a depth of 6 meters below ground surface and with neat cement, cement grout, or concrete from a depth of 6 meters to a depth of 1.5 meters.

14

Any casing within 1.5 meters of the ground surface at the time of abandonment shall be cut off, removed and disposed of and the well sealing material shall be allowed to spill over the top of the cut-off casing into the surrounding excavation to form a cap at least 300 mm thick.

15

After the upper sealing material has set, the remaining portion of the existing well or excavation shall be filled and graded with native materials.

Paras. 16 and 17.  Use with Standard Specifications.  Delete with General Conditions.

16

MEASUREMENT AND PAYMENT.--The well shown on the plans to be destroyed will be measured and paid for on a lump sum basis as destroy well.

17

The contract lump sum price paid for destroy well shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in destroying the well, complete in place, including well permit, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

