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1.  Change section numbering when used in conjunction with Standard Specifications.

2.__  GUARD POSTS

2

PART 1.- GENERAL

3

Scope.‑-This work shall consist of constructing guard posts in accordance with the details shown on the plans and these special provisions.

4

PART 2.- PRODUCTS

5

Steel posts.‑-

6


Steel posts for guard posts shall be standard weight, galvanized steel pipe conforming to the details shown on the plans.

7

Concrete.‑-

8


Concrete for guard posts shall be commercial quality concrete, proportioned to provide a workable mix suitable for the intended use, with not less than 300 kilograms of cement per cubic meter.

9

PART 3.- EXECUTION

10

Installation.‑-The length and diameter of the guard posts shall conform to the details shown on the plans.

11

Guard posts shall be placed in holes excavated to the depth and cross section shown on the plans, and shall be installed plumb.

12

Guard posts shall be backfilled with concrete as shown on the plans.

13.  Use with General Conditions.  Delete Para.14.

Painting.‑-Guard posts shall be prepared and painted in accordance with the requirements specified under "Painting" in Division 9, "Finishes," of these special provisions.

14.  Use with Standard Specifications.  Delete Para. 13.

Painting.‑-Guard posts shall be prepared and painted in accordance with the requirements specified under "Painting" in Section 12‑9, "Finishes," of these special provisions.

