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1.  Change section numbering when used in conjunction with Standard Specifications.)

12.__  SOLAR CONTROL FILM

2

PART 1.- GENERAL

3

Scope.‑-This work shall consist of furnishing and installing sun control film in accordance with the details shown on the plans and these special provisions.

4

SUBMITTALS.‑-

5

Product data.‑-Manufacturer's descriptive data and installation instructions shall be submitted for approval.

6

PART 2.- PRODUCTS

7

Film.‑-

8


Film shall be commercial quality reflective sun control film of standard manufacture, blue-gray in color, uniform in appearance and with no streaks, banding, pin holes, or thin spots.  The reflective metal layer shall be protected from ultraviolet degradation.

9


The film shall reduce the effect of heat and sun by not less than the following:

Heat 
75 percent

Glare
85 percent

Fade
85 percent

10

Adhesive.‑-

11


Adhesive shall be as recommended by the sun control film manufacturer.

12

PART 3.- EXECUTION

13

Installation.‑-Sun control film shall be installed on the interior surfaces of the glass openings in the exterior walls shown on the plans.

14
The glass surface shall be prepared as recommended by the film manufacturer.  Film shall be fitted accurately and shall be cut neatly and square and shall come to within 1 mm of seals, stops or glazing compounds.  The film shall be bonded securely to the glass surface and shall be free of bubbles, creases, or marks visible at normal viewing distance. 

