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Table 7-1 
Standards Requiring Headquarters Approval for Exceptions 

 
 Topic 7-03 Guardrail 
 Index 7-03.2(2) Concrete Guardrail Offset 
 7-03.6(2)(d) Guardrail and Curb/Dike 
 7-03.6(2)(e) Cross Slopes 10:1 or Flatter 
 7-03.6(5)(d) Pavement Overlays and Rehab 

Projects 

 Topic 7-04 Median Barrier 
 Index 7-04.5(2) Thrie Beam Barrier Maintenance 

Offset 
 7-04.6(1) Type 60 Barrier Selection 

 7-04.7(1) Longitudinal Median Dikes 
 7-04.7(6) Planted Medians 
 7-04.7(11) Pavement Overlays 
 7-04.8(3) Access Opening Intervals 

 Topic 7-05 Outer Separation Barrier 
 Index 7-05.2 Outer Separation Barrier Criteria 

 

 

 
Table 7-2 

Standards Requiring District Approval for Exceptions 
 

 Topic 7-02 Clear Recovery Zone Concept 
 Index 7-02.3 United States Postal Service Mail-

boxes 

 Topic 7-03 Guardrail 
 Index 7-03.2(1) Mixing Guardrail Post Types 
 7-03.5 Shielding Median Structure Col-

umns 
  Guardrail on Two-Lane Highways 
  Guardrail on Two-Way, Multi-

Lane Highways 
 7-03.6(1) Guardrail within 4 feet of Fixed 

Objects 
 7-03.6(2) Transition Railing Type WB at 

structure approaches or concrete 
barrier 

 7-03.6(2)(a) Two-Way Conventional Highway 
 7-03.6(2)(b) Multi-Lane Highway with Separate 

Structures 

 7-03.6(2)(c) Multi-Lane Freeways or Express-
ways with Decked Medians 

 7-03.6(2)(d) Curb and Dike 
 7-03.6(3) Intermediate Guardrail Anchorages 
  Concrete Guardrail Support Pads 
 7-03.6(4) Gaps Between Guardrail Installa-

tions 
 7-03.6(5)(a) Restricted Horizontal Clearance to 

Hinge Point 
 7-03.6(5)(b) Multiple blocks 
  Long Span Nested Guardrail 

 Topic 7-04 Median Barrier 
 7-04.7(4) Median Barriers on Raised Me-

dians 

 Topic 7-06 Crash Cushions 
 Index 7-06.3 Crash Cushion Height 
 

 
  


